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Abbreviations and Acronyms 
AoR Area of Review  

API American Petroleum Institute  

BLM Bureau of Land Management  

BOE Barrel of Oil Equivalent  

BOE/day Barrels of Oil Equivalent Per Day  

CH4 Methane  

CO2 Carbon Dioxide  

CO2e Carbon Dioxide Equivalent  

EIA Energy Information Agency  

GOR Gas-Oil Ratio 

IOGCC Interstate Oil and Gas Compact Commission  

M One Thousand  

MM One Million  

Mcf Volume of 1,000 cubic feet  

N2O Nitrous Oxide  

NYMEX New York Mercantile Exchange  

O&G Oil and Gas  

OGIP Original Gas in Place  

OOIP Original Oil in Place  

P&A Plug & Abandon / Plugged & Abandoned 

PPEF Professional Petroleum Engineering Firm  

ppm Parts Per Million  

PRMS Petroleum Resource Management System  

SPE Society of Petroleum Engineers  

t or tonne Metric Ton  

WTI West Texas Intermediate  
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1 Introduction 
The Climate Action Reserve’s (Reserve) Early Plugging of Marginal Oil and Gas Wells Protocol 
provides guidance to account for, report, and verify greenhouse gas (GHG) emission reductions 
associated with the early decommissioning of marginal, productive, and economically viable oil 
and gas wells. 
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2 The GHG Reduction Project 

2.1 Background 
Wells that produce low quantities of oil and natural gas on a daily basis have high emission 
profiles and account for a significant portion of the sector’s emissions despite low contributions 
to domestic oil and gas supplies. Methane emissions are a result of storage tank flashing, 
working and breathing losses, gas-driven pneumatic controllers, liquids unloading events, and 
seepage from decades old wellhead and casing equipment. 
 
Many of these lower productive wells have been producing for over 50 years and will continue to 
extract oil and gas for decades until the well reaches the point in which it is no longer economic. 
The Protocol incentivizes these economically viable marginal oil and gas wells to be 
decommissioned early and leave the hydrocarbons unextracted. 
 
As the world transitions to a carbon-neutral economy, and existing wells continue to age, the 
number of wells that need to be plugged will likely increase.1 Remediation of marginal wells in 
the near term could result in immediate positive environmental impacts on the quality of water, 
air, climate, and human ecosystem health, with added societal benefits such as the improved 
wellbeing of nearby communities, job creation, and economic stimulation.  

2.2 Project Definition 
The GHG reduction project is defined as the avoidance of methane leaks during the production 
and extraction of hydrocarbons from a marginal oil and gas well by decommissioning and 
plugging the well before it reaches its economic limit, i.e., when it is no longer financially 
advantageous to continue producing.  
 
The well must be economically viable as of the project start date and for the duration of the 
crediting period, i.e., early decommissioning and plugging of the well is not financially 
advantageous and the well would otherwise continue to extract hydrocarbons for many years or 
decades (see Sections 3.4.1.1 and 3.4.1.2). 
 
The plugging and abandonment (P&A) of the project well must be completed in accordance with 
applicable national, state, local, and tribal regulations and requirements, including receiving the 
required permits. Wells are considered P&A on the date that they are certified as P&A by official 
government agency plugging certification documents. 
 
Multiple wells may be considered under a single project if the wells have the same 
owner/operator, are located within the same geological reservoir, and the same entity has 
ownership of all emission reductions (as specified in Section 2.3 and Reserve Program Manual). 
Each well must meet the additionality criteria in Section 3 and emission reductions are 
quantified on a well-by-well basis according to Section 5. Project expansion (i.e., the addition of 
new P&A wells to a registered project) is not permitted after the project completes its initial 
verification. 
 

 
1 Orphaned oil and gas well stimulus—maximizing economic and environmental benefits M Kang, AR Brandt, Z 
Zheng, J Boutot, C Yung - Elem Sci Anth, 2021 
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2.3 The Project Developer 
The protocol assigns default ownership of the emission reductions to the well owner/operator. 
The well owner/operator must have clear and explicit ownership of the hydrocarbons through a 
valid contract with the applicable parties (e.g., government or mineral estate) at the time of the 
project start date. 
 
The well owner/operator must demonstrate that the contract would have granted ownership of 
the hydrocarbons extending through the full remaining economic life of the well and cover all P1 
reserves (see Sections 3.4.1.1 and 3.4.1.2), at a minimum. If the contract duration is less than 
the economic life of the well, the project is not eligible under the protocol. 
 
The well owner/operator may choose to hire a third-party project developer to complete project 
reporting and verification. In such cases, the well owner/operator may transfer the rights to the 
project’s GHG emission reductions to another entity, such as via contract or agreement. Thus, 
project developers may be the project well owner, well operator, entities that specialize in 
project development, or other entities. Regardless of the type of entity, the project developer 
must have clear ownership of the project’s GHG reductions. Neither the national government 
nor a national government agency is eligible to be a project developer under this protocol. 
 
Each time the project is verified, the project developer must sign the Reserve’s Attestation of 
Title form. Refer to the Reserve’s Program Manual for more information on meeting this 
requirement.



Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

5 

 

3 Eligibility Rules 
Projects that meet the definition of a GHG reduction project in Section 2.2 must fully satisfy the 
following eligibility rules in order to register with the Reserve. 

3.1 Location 
Under this protocol, only projects located at oil and natural gas wells in approved countries with 
a Jurisdiction Module are eligible to register with the Reserve. 

3.2 Project Start Date 
The project start date is defined as the date the well is certified as P&A by official government 
agency plugging certification documents. P&A must be completed in accordance with the 
minimum requirements established by national, state, provincial, regional, local, and/or tribal 
regulations. For projects that include multiple wells, each well will have its own start date and 
must be P&A within 12 months of the first well plugged, though the overall project start date will 
be based on the certification date of the first plugged well. 
 
To be eligible, the project must be submitted to the Reserve no more than 12 months after the 
project start date.2 If multiple wells are reported under a single project, the project must be 
submitted within 12 months of the earliest project well P&A completion date. Projects may be 
submitted for listing prior to the project start date. 

3.3 Project Crediting Period 
The Reserve will issue Climate Reserve Tonnes (CRTs) for GHG reductions quantified and 
verified using this protocol for an initial crediting period of 10 years following the project start 
date. The crediting period begins at the project start date regardless of whether sufficient 
documentation is available to verify GHG reductions. If multiple wells are reporting under a 
single project, the project’s crediting period may exceed 10 years only when each well within a 
given project is not plugged on the same day. However, each individual well is only eligible for a 
maximum of 10 years. A crediting period may be less than 10 years if the well’s economic limit 
(see Section 3.4.1.2) is less than 10 years from the project start date, such that the project’s 
crediting period is limited to the length of the well’s remaining economic life.  
 
At the end of a project’s first crediting period, project developers may apply for eligibility under a 
second crediting period, for a total project lifespan of 20 years. If a project’s economic life 
exceeds 20 years, only 20 years’ worth of emissions will be eligible for crediting. To be eligible 
for a second crediting period, the project must meet the eligibility requirements of the current 
version of the protocol at the time of such application and annual monitoring during the initial 
crediting period must not have revealed a recovery or non-recovery event, as described in 
Section Error! Reference source not found., as having occurred. 
 
The Reserve will cease to issue CRTs for GHG reductions if, at any point in the future, the early 
plugging of marginal oil and gas wells becomes legally required, as defined by the terms of the 
legal requirement test (see Section 3.4.2). Thus, the Reserve will issue CRTs for GHG 

 
2 Projects are considered submitted when the project developer has fully completed and filed the appropriate Project 
Submittal Form, available on the protocol webpage. Refer to the Reserve Program Manual for eligibility and 
submissions requirements for projects with start dates prior to the protocol Effective Date.  
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reductions quantified and verified according to this protocol for a maximum of two 10-year 
crediting periods after the project start date, or until the project activity is required by law.3  

3.4 Additionality 
The Reserve strives to register only projects that yield surplus GHG reductions that are 
additional to what would have occurred in the absence of the carbon market. 
 
Projects must satisfy the following tests to be considered additional: 
 

1. The performance standard test 
2. The legal requirement test 

 
Furthermore, a project must also not have received other financial incentives, as described in 
Section 3.4.3. 

3.4.1 The Performance Standard Test 

Projects pass the performance standard test by meeting a performance threshold, i.e., a 
standard of performance applicable to all marginal oil and gas well projects, established on an 
ex-ante basis by the Protocol. The performance standard test employed by this protocol is 
based on a national and state level assessment of “common practice” for oil and gas production 
and decommissioning.4 The performance standard test is applied at the start of a project’s 
crediting period.  
 
The early, voluntary decommissioning of wells that are still marginally productive is not common 
practice in the oil and gas sector. Operators typically delay decommissioning until wells are 
completely uneconomic or regulators compel action. Under the protocol, only wells with 
reserves that remain economically viable as of the project start date (see Section 3.4.1.1) and 
for some period into the future (see Section 3.4.1.2) are eligible for crediting. Thus, a project 
passes the performance standard test by showing that, at the time of the project start date and 
for the duration of the crediting period, the project well(s) is certified as P&A while it remains 
economically viable. However, a project automatically fails the performance standard test if a 
new well has been permitted or drilled within the Area of Review (as described in Section 
3.4.1.1) during the 5 years preceding the start date.  
 
If a project developer wishes to apply for a second crediting period, the project must meet the 
eligibility requirements of the most current version of the protocol, including any updates to the 
performance standard test. 

3.4.1.1 Determination of Economic Reserves 

Oil and gas reserves are classified based on the certainty of recovery, and defined by the 
Petroleum Resources Management System (PRMS) as follows:5 

▪ Proved Reserves (“P1”): quantities that can be estimated with a reasonable certainty (at 
least 90% probability) to be commercially recoverable from known reservoirs and under 
defined technical and commercial conditions. 

 
3 Refer to the Reserve Program Manual for the deadline to submit for a renewed crediting period. 
4 See Appendix A for more information on the performance standard test analysis. 
5 Available at: https://www.spe.org/en/industry/reserves/ 
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▪ Probable Reserves (“P2”): quantities that are less likely to be recovered than proved 
reserves, but more certain (at least 50% probability) to be recovered than possible 
reserves. 

▪ Possible Reserves (“P3”): quantities that are less likely (at least 10% probability) to be 
recoverable than probable reserves. 

 
P1 reserves are accessible through traditional extraction methods, such as horizontal and/or 
vertical drilling, while P2 reserves require enhanced recovery methods, such as water flooding 
or injection. Enhanced recovery methods have become less expensive in recent years, resulting 
in P2 reserves becoming more extractable. However, only P1 reserves (i.e., economic reserves) 
are eligible for crediting under the protocol. Additionally, any P1 reserves that require enhanced 
recovery methods are excluded from crediting.  
 
The project well’s economic reserves must be evaluated by a qualified independent, third-party 
Professional Petroleum Engineering Firm (PPEF), as defined in Section 3.4.1.3 and Appendix 
A. If multiple wells are reporting under a single project, the same PPEF must conduct the 
evaluations for all of the project’s wells. The economic reserves must be evaluated in 
accordance with the most recent version of the PRMS and Guidelines for the Application of the 
Petroleum Resources Management System (Application Guidelines). PPEFs may use their 
professional judgement to determine which analysis procedures to use based on the well and 
reservoir characteristics. The PPEF must use more than one analysis method to determine the 
economic reserves. In instances where the quantity of economic reserves differs between 
analyses, then the most conservative value must be used for purposes under the protocol.  
 
The PPEF must develop an Evaluation Report that includes, at a minimum, a narrative of the 
analyses used and the estimated economic reserves from each analysis. The report must 
clearly state the total quantity of economic reserves recoverable during the well’s economic life, 
as well as the reserves attributed to the first 10 years of the project and the quantity recoverable 
in the subsequent 10 years. 
 
The Evaluation Report must be completed no earlier than 12 months prior to the project start 
date, or the economic reserves must be re-evaluated. The report must be submitted to the 
Reserve and the verifier during verification. 
 
If the well continues to extract hydrocarbons while the economic reserves are being assessed 
and before the well is certified as P&A, then the quantity extracted must be deducted from the 
reserves identified in the Evaluation Report. The report must be updated with an addendum (or 
similar modification) to revise the economic reserves. The project developer must retain all 
documentation related to the ongoing extraction and production of hydrocarbons prior to P&A in 
accordance with the requirements in Section 7.2. 
 
Due to the permeability of oil and gas reservoirs, there is a risk that a portion of the sequestered 
economic reserves may be accessible by non-project wells after the project well is plugged. The 
PPEF must estimate the quantity of economic reserves that would be produced by existing non-
project wells within the Area of Review (AoR) under both the project scenario (i.e., after the well 
is plugged) and the baseline scenario (i.e., if the well is never plugged). These two values serve 
as the basis for the reservoir communication deduction in Equation 5.4 (see Section 5.1.3 for 
more information) to account for potential reservoir communication and resulting production of 
the oil and gas otherwise sequestered by P&A. Refer to Appendix B for more information on 
defining the AoR. 
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3.4.1.2 Determination of Economic Limit 

Projects are required to demonstrate not only that the project well is economically viable as of 
the start date but also how long it will continue to be economic and, hence, P&A would be 
considered additional. To do so, the PPEF must determine the economic limit (i.e., production 
rate when the project reaches the maximum cumulative net operating cash flow) of each project 
well according to the most recent versions of the PRMS, Application Guidelines, this protocol, 
and the applicable Jurisdiction Module. In instances where the PRMS, Application Guidelines, 
and this protocol differ, the protocol takes precedence. The economic limit analysis must be 
included in the Evaluation Report and submitted to the Reserve during the initial verification and 
to the verification body during each verification period. 
 
Economic evaluations are based on the estimate of future production and the net cash flow as 
of a specific date. Net cash flow evaluations include forecasted production quantities (i.e., 
economic reserves according to the PPEF and Section 3.4.1.1), estimated expenses, and 
estimated revenues from production at a defined price.  
 
Under the protocol, the estimated revenue from the economic reserves (as defined by the 
PPEF) represents the business as usual scenario if the well continued to extract hydrocarbons 
until all economic reserves are depleted. Publicly available futures commodity pricing as defined 
in the Jurisdiction Module is used to forecast the estimated revenue.  
 
The expenses associated with continued operation until all economic reserves are extracted 
should be determined by using the 12 months of historical operating records for the project well 
prior to the PPEF evaluation date. The PPEF must confirm that the operating costs are typical 
for the wellfield and the average costs from the lease operating statement are representative of 
the industry and similarly constructed wells. The PPEF report must clearly state the documents 
used in the financial assessment, operating expense records, the source(s) used for carbon 
pricing estimates, calculation workbook(s) used to determine the economic limit, and other 
relevant documentation. The PPEF and project developer must retain all information and 
documentation used to determine the economic limit as defined in Section 7.2. 
 
The project must re-evaluate the economic limit at the time of crediting period renewal based on 
the revised future prices6 to demonstrate the project remains additional. The same PPEF that 
conducted the initial assessment should conduct the re-assessment, unless granted approval 
from the Reserve. 

3.4.1.3 Professional Petroleum Engineering Firm Eligibility 

To ensure independence of the PPEF, all projects must demonstrate a low conflict of interest 
(COI) between the PPEF and parties involved in the project during verification. A COI is defined 
as any situation that compromises a PPEF’s ability to perform a wholly independent evaluation. 
In order to ensure the credibility of the emissions data reported to the Reserve, it is crucial that 
the PPEF is completely independent from the influence of the project developer or other entities 
involved in the project. For more information on the conflict of interest refer to Appendix A. 
 
Project developers are required to complete the Professional Petroleum Engineering Firm 
Qualifications and Conflict of Interest Assessment form.7 All potentially conflicting services and 
conditions must be reported to the Reserve and the verifier during verification. Failure to report 
a conflict of interest will result in the project being ineligible for crediting or require further action 

 
6 Subject to Performance Standard Test requirements of the current protocol at the time of crediting period renewal. 
7 Form is available on the protocol webpage. 
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by the Reserve. Proceeding to evaluate economic reserves with a medium or high conflict of 
interest between parties may result in the project being ineligible or the economic reserves 
being required to be re-assessed by another PPEF. 
 
All assessments conducted by the PPEF under the scope of the protocol must be conducted by 
a qualified Petroleum Engineer and a qualified Petroleum Geologist. Qualified is defined as 
being certified within the state for which the project well(s) is located. All reports produced for 
use under this protocol must be signed by the designated Petroleum Engineer and Petroleum 
Geologist.  

3.4.2 The Legal Requirement Test 

All projects are subject to a legal requirement test to ensure that the GHG reductions achieved 
by a project would not otherwise have occurred due to national, state, or local regulations, or 
other legally binding mandates. A project passes the legal requirement test when there are no 
laws, statutes, regulations, court orders, environmental mitigation agreements, permitting 
conditions, or other legally binding mandates requiring the early plugging of the project well(s). 
Additionally, project developers must demonstrate that applicable plugging obligations, if any, 
are not applicable as of the project start date, and each reporting period thereafter. 
 
To satisfy the legal requirement test, project developers must submit a signed Attestation of 
Voluntary Implementation form8 prior to the commencement of verification activities each time 
the project is verified (see Section 8). In addition, the project’s Monitoring Plan (Section 6) must 
include procedures that the project developer will follow to ascertain and demonstrate that the 
project at all times passes the legal requirement test. If a regulatory agency with authority over 
the well passes a rule obligating the early plugging of the project well(s), emission reductions 
can be registered with the Reserve from the project start date until the activity becomes legally 
required. 
 
The Reserve conducts a legal requirement test analysis during the expansion of eligible 
jurisdictions under this protocol.9  

3.4.3 Other Incentives 

Other types of incentives may exist for early decommissioning and plugging a marginal well that 
could impact project additionality, including credit stacking, payment stacking, and real estate 
value.  
 
When multiple forms of incentive credits are sought for a single activity at a single facility or on a 
single piece of land, with some temporal overlap between the different credits or payments, it is 
referred to as “credit stacking” or “payment stacking,” respectively.  

3.4.3.1 Credit Stacking 

Under this protocol, credit stacking is defined as receiving both carbon credits and other types 
of mitigation credits for the same activity on spatially overlapping areas associated with any 
phase of a marginal well project. Mitigation credits are any instruments issued for the purpose of 
offsetting the environmental impacts of another entity. At the time of protocol development, the 
Reserve did not identify credit stacking incentives related to the project activity being credited 
under the protocol. 

 
8 Attestation forms are available at https://climateactionreserve.org/how/program-resources/forms/ 
9 Refer to the jurisdiction-specific legal requirement test assessment in the respective appendix. 
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However, project activities under this protocol could potentially take place at the same locations 
as other types of carbon projects (e.g., avoided conversion of grasslands), though in most 
instances, well sites would be excluded from such projects. Nevertheless, any intended or 
potential project stacking must be disclosed to the Reserve when the project is submitted for 
listing and prior to any time such stacking occurs during a project’s crediting period. Reserve 
staff will determine if stacking is approved and will provide guidance on further adjustments that 
may be required of the project to ensure additionality and all other eligibility requirements can be 
met, and to avoid double counting. 

3.4.3.2 Payment Stacking 

Payment stacking is defined as receiving payments for decommissioning and plugging a 
marginal well under this protocol while being funded by the government or other parties via 
grants, subsidies, payment, etc., for the same activities on the same land or well site. The 
Reserve identified one general type of payment that supports the activities being credited under 
this protocol, called “reimbursement payments.”  
 
“Reimbursement payments” refer to payments from federal or state programs that provide 
funding opportunities to incentivize voluntary plugging of marginal wells to eliminate the risk of 
them being orphaned. The term “reimbursement” is not to limit application to funding 
opportunities that issue payment after the P&A has been completed, but to reflect common 
procedure. Funding granted prior to P&A is considered under this incentive. 
Wells for which such funding has been received are not eligible. Furthermore, wells operated by 
oil and gas wellfield operators that participate in and receive funding for large-scale voluntary 
well retirement programs funded by non-carbon market sources are also not eligible.  
 
Wells that are not eligible to receive grants under such programs are eligible under the protocol. 
Wells that would otherwise be eligible for grant funding must attest that they were not recipients 
of such grants. Verifiers shall confirm that the site is not listed as a recipient of a grant. 
  
Project developers must disclose any such payments to the Reserve at the time of listing and to 
the verifier and the Reserve at the time of verification. The Reserve maintains the right to 
determine if stacking has occurred, or is occurring, and whether it would impact project 
eligibility. 

3.4.3.3 Real Estate Value 

A well owner/operator may be incentivized to decommission and plug a well early based on the 
potential real estate value of the land, particularly in cases where the well is located in urban 
areas. Projects where the well is owned and/or operated by the same entity that owns the 
surface estate may have sufficient incentive to plug a well without the financial incentive 
provided by carbon financing. However, the cost of P&A often exceeds the potential resale 
value of the land or increasing nearby property values as a result of plugging the well. As a 
result, the risk of non-additionality stemming from the real estate value of the land is considered 
to be low, unless otherwise specified in the Jurisdiction Module. 

3.5 Regulatory Compliance 
Guidance related to regulatory compliance specific to a given jurisdiction can be found in the 
relevant Jurisdiction Module. The project developer must demonstrate that appropriate 
regulatory authorizations to plug each project well have been obtained. Furthermore, projects 
must show plugging of the project well(s), as performed under the protocol, is not in conflict or 
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breach of the terms and conditions associated with the lease or contractual obligations of the 
well operator(s). Each time the project is verified, the project developer must sign the Reserve’s 
Attestation of Regulatory Compliance form and report all instances of non-compliance to the 
verifier. Refer to the Reserve Program Manual for additional information on meeting this 
requirement.  

3.6 Social and Environmental Safeguards 
This Protocol includes specific social and environmental safeguards that must be considered in 
the project design and implemented throughout the project life to help guarantee that the project 
will have positive environmental and social outcomes. In addition, all projects must comply with 
the Reserve’s Program Manual, including the requirements pertaining to regulatory compliance 
and programmatic environmental and social safeguards. The safeguards in the protocol are 
intended to respect governmental processes, customs, and rights of asset owners while 
ensuring projects are beneficial, both socially and environmentally. Sections 6 through 8 specify 
the criteria for the monitoring, reporting, and verification of each of these safeguards and 
consequences for failure to achieve the minimum thresholds.    
  
The social safeguards requirements include: 

 

1. Notification of Plugging: The project developer must notify all parties as required by the 
well’s operating permits, environmental permits, mineral rights contracts, and other 
legally binding agreements. This may include the mineral rights estate(s), government 
agencies, surface estate(s), tribal governments, and nearby communities. 
 

2. Labor and Safety: The project developer must attest that the project is in 
material compliance with all applicable laws, including labor or safety laws. See Section 
3.5 for further information. Furthermore, all construction, maintenance, and operations of 
project related equipment (generators, rigs, flares, pumps, meters, etc.) must follow 
manufacturer guidance to avoid injury while working with methane and other volatile 
gases.   

 
3. Dispute Resolution: The Reserve holds a 30-day public comment period on all listed 

projects prior to registration and has an ongoing dispute resolution process. See the 
Reserve Program Manual and website for further information on programmatic and 
project specific public consultation and dispute resolution processes. Projects that 
receive material complaints will not be registered until a satisfactory dispute resolution 
plan has been approved. The operator(s) and/or the project developer must attest that 
they have title to the entire project boundary, including all facilities directly related to the 
carbon project. 

 
The environmental safeguards requirements include:    
 

1. Air and Water Quality: The project developer must attest that the project is in material 
compliance with all applicable laws, including environmental regulations (e.g., air and 
water quality and groundwater testing).   
 

2. Mitigation of Pollutants: Projects must be designed and implemented to mitigate 
potential releases of pollutants that may cause degradation of the quality of soil, air, 
surface and groundwater, and project developers must acquire the appropriate local 
permits prior to P&A to prevent violation of all applicable laws.  
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3. Effective Plugging: Project wells must be plugged with surface remediation (if legally 
required) according to all applicable national, state, local, and tribal regulations to restore 
environmental integrity, prevent contamination of soil and groundwater, and protect 
public health. 

 



Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

13 

 

4 The GHG Assessment Boundary 
The GHG Assessment Boundary delineates the GHG sources, sinks, and reservoirs (SSRs) 
that must be assessed by project developers in order to determine the net change in emissions 
caused by an early decommissioning project.  
 
Figure 4.1 illustrates all relevant GHG SSRs associated with early decommissioning of marginal 
oil and gas wells project activities and delineates the GHG Assessment Boundary. 
 
Table 4.1 provides greater detail on each SSR (Source, Sink, or Reservoir) and justification for 
the inclusion or exclusion of certain SSRs and gases from the GHG Assessment Boundary. 
 
 

  
Figure 4.1. General illustration of the GHG Assessment Boundary 
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Table 4.1. Description of all Sources, Sinks, and Reservoirs 

SSR  Source Description Gas 
Included (I) or 
Excluded (E) 

Baseline (B) 
or Project (P) 

Justification/Explanation 

1 
Exploration and drilling (well 
construction) 

CO2 

E B 
Excluded, as the emissions would occur 
regardless of whether the project activity is 
undertaken 

CH4 

N2O 

2 

Well site emissions from 
continued operation (fugitive, 
designed venting, tank losses, 
episodic releases including 
liquids unloading) 

CO2 E 

B 

Primary emissions being avoided through 
project activities. Carbon dioxide emissions co-
emitted at well sites are relatively minimal and 
are conservatively excluded. Methane 
emissions are quantified through the loss rate 
framework of Section 5.1.1, which integrates all 
site release mechanisms as measured from the 
atmosphere.  

CH4 I 

3 

Combustion of produced 
hydrocarbons, refining, 
midstream and downstream 
emissions of any kind 

CO2 

E B 
Excluded from crediting due to quantification 
uncertainty.   

CH4 

N2O 
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SSR  Source Description Gas 
Included (I) or 
Excluded (E) 

Baseline (B) 
or Project (P) 

Justification/Explanation 

4 
Post-economic-limit fugitive 
emissions from idle or orphaned 
wells 

CH4 E B 
Conservatively excluded from the baseline even 
though many wells idle unplugged for years 
after their economic limit. 

5 

Plugging operations (workover 
rig fuel, cement manufacture, 
transport, reclamation 
equipment) 

CO2 

I P 

Fossil fuel emissions used to power equipment 
and embodied emissions from the cement to 
plug the well are included in the project 
emissions. Although plugging may occur under 
the baseline at the end of a well’s economic 
limit, such emissions are conservatively 
excluded. 

CH4 

N2O 

6 
Post-plugging residual fugitive 
emissions 

CH4 I P 

De minimis for a regulator-certified plug (below 
1.0 g/hour); monitored through plugging 
certification and through project monitoring per 
Section 6. 

7 
Market substitution of curtailed 
supply 

CH4 I P 
Methane associated with oil and/or gas 
supplied by the market to replace curtailed 
project supply. 
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5 Quantifying GHG Emission Reductions 
GHG emission reductions from a marginal well project are quantified by comparing actual 
project emissions to the calculated baseline emissions. Baseline emissions are an estimate of 
the GHG emissions from sources within the GHG Assessment Boundary (see Section 4) that 
would have occurred in the absence of the project. Project emissions must be subtracted from 
the baseline emissions to quantify the project’s total net GHG emission reductions (Equation 
5.1). At the time the project is first verified, CRTs are issued for avoided emissions by the 
project over the 10-year crediting period, after adjusting for reservoir communication, market 
leakage, and the risk of recovery and non-recovery events unrelated to reservoir 
communication. Such crediting acknowledges the future stream of methane prevented from 
being emitted when a project well is P&A. Nevertheless, a portion of the credits are deducted 
from the initial issuance to account for the risk of recovery and non-recovery events occurring 
during the crediting period, but may be issued to the project throughout the crediting period if 
annual monitoring indicates no such events have occurred(Equation 5.2). 
 
Figure 5.1 provides an overview of how the remainder of equations in this section relate to 
Equation 5.1 and Equation 5.2. Projects must refer to the Jurisdiction Module for default values. 
 
  



Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

17 

 

 
Figure 5.1. Organizational Chart for Equations in Section 5 
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Equation 5.1. GHG emission reductions for initial reporting period 

𝑬𝑹𝒊𝒏𝒊𝒕 = 𝑩𝑬 − 𝑷𝑬 − 𝑴𝑳 − 𝑫𝑹−𝑵𝑹 

Where, 
 

  Units 

ERinit = Emission reductions for the initial reporting period tCO2e 

BE = Baseline emissions for the crediting period (see Equation 5.3) tCO2e 

PE = Project emissions associated with plugging the well (see Equation 
5.5 or Equation 5.6) 

tCO2e 

ML = Market leakage (see Equation 5.7) tCO2e 

DR-NR = Deduction for risk of recovery/non-recovery events (see Equation 
5.8) 

tCO2e 

 

Equation 5.2. GHG emissions reductions issued each reporting period when no recovery/non-recovery 
event occurs  

𝑬𝑹𝒕 =
𝑩𝑬

𝑹𝑷𝑪𝑷
× 𝑹𝑹−𝑵𝑹 

Where,   Units 

ERt = CRTs issued for reporting period t when no recovery/non-recovery 
event occurs 

tCO2e 

BE = Baseline emissions for the crediting period (see Equation 5.3) tCO2e 

RPCP = Number of years in the crediting period unitless 

RR-NR = Risk of recovery/non-recovery events (see Equation 5.8) % 

 

5.1 Quantifying Baseline Emissions 
Total baseline emissions for the crediting period are estimated by calculating the emissions from 
all relevant baseline SSRs that are included in the GHG Assessment Boundary (as indicated in 
Table 4.1). 
 
Baseline emissions are the methane that the well site would have released to the atmosphere 
while producing its remaining economic reserves during the reporting period and are 
aggregated for the entire 10-year crediting period (Equation 5.3 through Equation 5.4).  
 
The methane emissions are calculated based on the quantity of economic reserves after 
adjusting for reservoir communication (according to Equation 5.4, Section 5.1.3), the methane 
mole fraction of the gas (Section 5.1.2), and the methane that escapes to the atmosphere 
through equipment and well site leaks, designed venting, and episodic releases (Section 5.1.1). 
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Equation 5.3. Baseline Emissions 

𝑩𝑬 = ∑ ∑(𝑸𝑪𝑯𝟒,𝒘,𝒕)

𝟏𝟎

𝒕=𝟏𝒘

× 𝑮𝑾𝑷𝑪𝑯𝟒 

Where,   Units 

BE = Baseline emissions for the crediting period tCO2e 

GWPCH4 = Global warming potential of CH4
10 tCO2e/tCH4 

And,    

𝑸𝑪𝑯𝟒,𝒘,𝒕 =  𝑨𝑸𝒘,𝒕 × 𝒇𝑪𝑯𝟒 × 𝑳𝒘 × 𝟎. 𝟎𝟏𝟗𝟐𝟔 

Where, 

QCH4,t = Baseline methane for well w for reporting period t tCH4 

AQw,t = Adjusted volumes for well w for reporting period t (see Equation 5.4) Mcf or 
barrels of oil 

fCH4 = Methane mole fraction of the well’s produced gas (see Section 5.1.2) % 

Lw = Project well’s methane loss rate (see Section 5.1.1) %  

0.01926 = Tonnes of methane per Mcf of pure methane at standard conditions 
(60 degrees F, 14.696 psia) 

tCH4/Mcf 

5.1.1 Methane Loss Rate 

The methane loss rate (LW) is the share of a site’s gross gas production – the gas stream and 
unsold associated gas – that escapes to the atmosphere at the well site, integrating leaks, 
designed venting from pneumatic devices and tanks, and episodic releases. The basis for 
methane loss rates is available in the relevant Jurisdiction Module.  

5.1.2 Gas Composition 

The site-specific methane mole fraction, fCH4, of the well’s produced gas is determined by 
laboratory gas chromatography according to Section 6.2. The composition is established prior to 
the project start date and fixed for the duration of the project.  
 
Under certain circumstances, a default value for fCH4 may be applied by the project. Project 
developers must receive approval from the Reserve prior to beginning verification to use default 
fCH4 values. The project developer must demonstrate barriers (e.g., technical or economic) that 
prevent the project from obtaining site-specific methane fraction values. Default values are 
available in the relevant Jurisdiction Module. Projects that do not have a default value available 
must conduct a site-specific analysis. 

5.1.3 Reservoir Communication Deduction 

Due to the permeability of oil and gas reservoirs, the risk of the release of sequestered methane 
resulting from the movement of oil and gas reserves remaining after P&A is twofold. First, a 
portion of the sequestered economic reserves may be accessible by nearby existing wells or the 
plugging of a well may result in an increase in production at a nearby well due to pressure 
changes within the reservoir. This is referred to as “reservoir communication.” Second, newly 

 
10 See the Reserve Program Manual and recent Policy Memos for the GWP 
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drilled wells within the reservoir and project’s AoR may access the sequestered reserves after 
the project well was plugged. Although the risk of methane release associated with new access 
to the reservoir is addressed via the recovery/non-recovery deduction described in Section 
Error! Reference source not found., the risk associated with reservoir communication is 
addressed via a deduction to crediting as discussed below. This deduction is applied under the 
assumption that reservoir communication will result in sequestered economic reserves being 
accessed by existing wells in the vicinity of the project well(s).  
 
The PPEF producing the Evaluation Report for the project must estimate the quantity of 
economic reserves that would be produced by existing non-project wells in the AoR under the 
project scenario (i.e., after the project well is plugged) and the quantity that would be produced 
by the same wells under the baseline scenario (i.e., if the project well was never plugged). The 
difference between these two values (ResP,w,t – ResB,w,t) is used to determine the reservoir 
communication deduction (DRC,w,t) associated with the risk of reservoir communication each 
reporting period. 
 
The limited economic reserves (LQw,t) represent the quantity of economic reserves of gas and 
oil associated with the project well(s) for each reporting period, as reported by the PPEF. 

  

Equation 5.4. Adjusted Economic Reserves 

𝑨𝑸𝒘,𝒕 = 𝑳𝑸𝒘,𝒕 − 𝑫𝑹𝑪,𝒘,𝒕 

Where, 
 

  Units 

AQt = Adjusted economic reserves for well w for reporting period t Mcf or barrels 
of oil 

LQt = Limited economic reserves of the well for well w for reporting 
period t (as defined by PPEF) 

Mcf or barrels 
of oil 

And    

𝑫𝑹𝑪,𝒘,𝒕 = 𝑹𝒆𝒔𝑷,𝒘,𝒕 − 𝑹𝒆𝒔𝑩,𝒘,𝒕 

Where,   Units 

DRC,w,t = Deduction for reservoir communication for well w for reporting 
period t 

Mcf or barrels 
of oil 

ResP,w,t = Economic reserves accessible by existing non-project wells in the 
AoR in the project scenario (as defined by the PPEF) for well w for 
reporting period t 

Mcf or barrels 
of oil 

ResB,w,t = Economic reserves accessible by existing non-project wells in the 
AoR in the baseline scenario (as defined by the PPEF) for well w 
for reporting period t 

Mcf or barrels 
of oil 

 

5.2 Quantifying Project Emissions 
Project emissions are actual GHG emissions that occur within the GHG assessment boundary 
as a result of the project activity. Under this protocol, project emissions are the emissions from 
plugging and reclamation operations conducted under the project: workover rig fuel combustion, 
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cement manufacture and placement, transportation of equipment and materials, and site 
reclamation equipment. Because these are a one-time emission source occurring on the project 
start date, project emissions are only assessed during the initial reporting period.  

 

The main sources of emissions for the project activity are the fossil fuel emissions associated 
with the equipment used to complete P&A activities and the embodied emissions of the cement 
plugging material.11  
 
Equation 5.5. Project emissions, Default Approach 

𝑷𝑬 = ∑ 𝑵𝒘 × 𝑬𝑭𝒑𝒍𝒖𝒈

𝒘

 

Where,   Units 

PE = Project emissions associated with plugging the well tCO2e 

N = Number of wells in the project unitless 

EFplug = Plugging operations emission factor tCO2e/well 

 

Alternatively, projects may use site-specific documentation based on fuel, cement, and 
transportation records according to Equation 5.6 below. The fossil fuel emissions are 
determined by multiplying the quantity of the fossil fuels by the fuel specific emission factor. The 
embodied emissions of the cement plug are the cradle-to-gate emissions as a result of 
producing one tonne of cement and shall be determined by applying the emission intensity of 
the cement for the cement used. 

 

Equation 5.6. Project Emissions, Site-Specific Approach 

𝑷𝑬 = ∑
(∑ 𝑭𝑭𝒘,𝒋 × 𝑬𝑭𝑭𝑭,𝒘,𝒋𝒋,𝒘 ) + (𝑸𝒄,𝒘 × 𝑬𝑰𝒄,𝒘)

𝟏𝟎𝟎𝟎
𝒘

 

Where,   Units 

PE = Project emissions associated with plugging the well tCO2e 

FFw,j = Total quantity of fossil fuel consumed in all plugging activities for 
well w, by fuel type j 

volume of 

fossil fuel 

EFFF,w,j = Fuel specific emission factor12 for fuel type j consumed in all 
plugging activities for well w 

kgCO2 / 

volume fossil 

fuel 

1000 = Unit conversion of kg to metric tonnes kgCO2/tCO2 

Qc,w = Quantity of cement, c, used to plug well w tonne 

 
11 Common cements used for plugging include API oil well cements (API 10) Class A, B, C, G, and H, as well as 
regionally manufactured industrial ASTM cements (ASTM C150 and C195) including Type 1, 3, 1L, and 3L. 
12 40 CFR Part 98 Subpart C Table C-1: Default CO2 Emission Factors and High Heat Values for Various Types of 
Fuel. 
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EIc,w = Emission intensity of cement, c, used to plug well w kgCO2e / 

tonne cement 

 

5.3 Market Leakage  
Market leakage refers to the risk that emission reductions achieved by a project are offset by an 
increase in emissions outside of the protocol boundary as a result of the market compensating 
for the oil and/or gas supply lost from the project well to meet demand.13 That replacement 
supply is likely drawn from high-volume production wells whose measured well-site loss rates 
are an order of magnitude below the project well.14 Thus, although the volumes return, a 
majority of the methane emissions do not.  

The project must account for the methane emissions from the replacement supply by applying a 

market leakage adjustment, ML, in Equation 5.1, determined according to Equation 5.7. 

 

Equation 5.7. Market Leakage Adjustment 

𝑴𝑳 = [(∑ ∑ 𝑨𝑸𝒈,𝒘,𝒕

𝒕𝒘

) (∑ ∑ 𝑨𝑸𝒈,𝒘,𝒕

𝒕𝒘

+ ∑ ∑ 𝑨𝑸𝒐,𝒘,𝒕

𝒕𝒘

) × 𝑳𝑲𝒈,𝒕⁄ ]

+ [(∑ ∑ 𝑨𝑸𝒐,𝒘,𝒕

𝒕𝒘

) (∑ ∑ 𝑨𝑸𝒈,𝒘,𝒕

𝒕𝒘

+ ∑ ∑ 𝑨𝑸𝒐,𝒘,𝒕

𝒕𝒘

) × 𝑳𝑲𝒐,𝒕⁄ ] 

Where,   Units 

ML = Market leakage adjustment tCO2e 

AQg,w,t = Adjusted gas volumes for well w for reporting period t Mcf 

AQo,w,t = Adjusted oil volumes for well w for reporting period t Barrels of oil 

GWPCH4 = Global warming potential of CH4 tCO2e/tCH4 

And    

𝑳𝑲𝒈 = 𝑴𝒊𝒏 [
𝑹𝑺 × 𝒓𝒈

𝑳𝒘
, 𝟏] 

Where,    

LKg = Leakage rate , as the share of credited methane returned by 
replacement supply of natural gas 

%  

RS = Net market replacement share % 

rg = Well-site methane loss rate of replacement gas supply % 

Lw = Well’s methane loss rate (Section 5.1.1) % 

And    

𝑳𝑲𝒐 = 𝑴𝒊𝒏 [
𝑹𝑺 × 𝒓𝒐

𝑳𝒘
, 𝟏] 

Where,    

LKo = Leakage rate, as the share of credited methane returned by % 

 
13 Refer to Appendix A for more information 
14 Sherwin et al. 2024; Prest, 2026 
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replacement supply of oil 

RS = Net market replacement share % 

ro = Effective associated-gas methane intensity of replacement oil 
supply 

% 

Lw = Well’s methane loss rate (Section 5.1.1) % 

 
Oil wells with immaterial methane emissions, where the site’s methane emission reductions 
approach zero, the replacement supply methane emissions are likely to exceed those at the 
project well. Curtailing oil from such wells can result in replacement oil supply that emits 
methane in amounts up to all of project well’s claimed methane reductions. Thus, oil wells with 
immaterial methane emissions, as described in Section 2.2, are not eligible under the protocol. 

5.4 Recovery/Non-Recovery Risk Deduction 
A deduction for the risk of recovery and non-recovery events (DR-NR) is used to address the 
ongoing, although relatively minimal risks beyond reservoir communication that may result in the 
release of methane emissions otherwise avoided by the project. These risks include new wells, 
re-entry, recompletions, enhanced recovery, regulatory change, and plug failure. The deduction, 
applied at the time of initial issuance, is based on the worst-case scenario of a new well 
completion within the project well’s AoR immediately after P&A. In such a scenario, the 
sequestered economic reserves from the project well would be produced by the new non-project 
well. However, the extracted hydrocarbons would be produced at a lower methane loss rate – 
reflective of the more efficient and less leaky operations of newly drilled wells within the first few 
months or year of production. Thus, while the economic reserves sequestered by the project 
would be produced, not all methane emissions otherwise reduced by the project would be 
emitted at the new well. 
 
To account for this risk of release recovery events, projects must calculate the project-specific 
deduction using Equation 5.8. The risk percentage (RR-NR) is equal to the ratio of the methane 
loss rate at the new well to the methane loss rate at the project well. The ratio represents the 
portion of emission reductions that may not be realized after the project activity in the event the 
hydrocarbons prevented from being extracted by the project were to be produced by a new non-
project well. An additional 5% is added to the rate as a conservative layer to account for the risk 
of non-recovery events of plug failure and regulatory change. The total risk value is then applied 
against the baseline emission reductions for the crediting period (as calculated in Equation 5.3).  
 
Since verification occurs after the project activity and the initial reporting period, a portion of 
emission reductions for which CRTs are deducted for recovery/non-recovery risks may be 
realized, and the lack of such events can be verified prior to issuance. As a result, the number 
of credits deducted at the time of initial issuance will exclude those attributable to the initial 
reporting period, as calculated using Equation 5.2. 
 
Equation 5.8. Recovery/non-recovery risk deduction 

𝑫𝑹−𝑵𝑹 = 𝑩𝑬 × 𝑹𝑹−𝑵𝑹 

Where, 
 

  Units 

DR-NR = Deduction for risk of recovery/non-recovery events tCO2e 
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BE = Baseline emissions for the crediting period, as calculated in 
Equation 5.3. 

tCO2e 

And    

𝑹𝑹−𝑵𝑹 =
𝑳𝒏𝒆𝒘

𝑳𝒘
+ 𝟎. 𝟎𝟓 

Where,   Units 

RR-NR = Risk of recovery/non-recovery event % 

Lnew = Methane loss rate at a new well  % 

Lw = Methane loss rate at the project well % 

0.05 = Risk of non-recovery release events % 

 
Furthermore, a portion of the credits deducted at the time of initial verification may be issued to 
the project each reporting period if and as monitoring does not identify recovery or non-recovery 
events affecting the Area of Review (AoR) for a project well. In such cases, the annual 
monitoring outcomes must be verified, and initially deducted credits will be issued to the project 
according to Equation 5.2. If a recovery or non-recovery event does occur, no credits will be 
issued for the reporting period in which the event occurred and any subsequent reporting 
periods remaining in the crediting period.  For projects comprising multiple wells, recovery or 
non-recovery events will be identified for individual wells and their associated AoR, with only 
those wells whose AoR is affected by an event having no credits issued.  
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6 Project Monitoring 
Project monitoring is the process of collecting data related to a project’s performance for 
reporting purposes. Project developers are required to gather data pertaining to a marginal oil 
and gas project on a regular basis and report such data for each reporting period, as further 
described in Section 7.3.  

6.1 Monitoring Plan 
The Reserve requires a Monitoring Plan to be established for all monitoring and reporting 
activities associated with the project. The Monitoring Plan must cover all aspects of monitoring 
and reporting contained in this protocol and must specify how data for all relevant parameters in 
Table 6.1 will be collected and recorded. The Monitoring Plan will serve as the basis for verifiers 
to confirm that the monitoring and reporting requirements in this section and Section 7 have 
been and will continue to be met, and that consistent, rigorous monitoring and record keeping is 
ongoing at the project site.  

6.2 Determining the Gas Composition 
Sections 6.2.1 through 6.2.3 outline the sampling procedures, chain-of-custody requirements, 
laboratory analysis, and third-party laboratory criteria for determining fCH4.  
 
As a part of standard business operations, well owner/operators may assess gas composition at 
the wellhead. Projects may use the previously assessed methane mole fraction results only if 
the project developer can demonstrate compliance with the requirements in Section 6.2.2 (chain 
of custody) and Section 6.2.3 (gas chromatography analysis and third-party criteria). The most 
recent sample taken within the 5 years prior to the project start date must be used. If no 
samples have been taken within 5 years of the project start date, a new sample must be taken 
and analyzed. For projects with multiple wells in the same reservoir, a single laboratory analysis 
may be used. 

6.2.1 Sampling Procedures 

At least one independent measurement must be taken in accordance with the most recent 
version of GPA 216615 or equivalent standard. All measurement equipment must be maintained 
and calibrated in accordance with manufacturer specifications and documented in the project’s 
Monitoring Plan. For projects that include multiple wells in a single reservoir, one sample may 
be used for all wells. The chosen well site used for sampling must be provided in the Monitoring 
Plan. 
 
Measurements must be taken by a qualified measurement specialist (contractor, partner, or 
state agency employee) with a minimum of 20 hours of training specific to the equipment and 
methods used for sampling.16 The name and qualifications of the specialist must be 
documented and provided to the verifier during verification. 

6.2.2 Chain of Custody Requirements 

Chain of custody for each sample from the point of sampling to the third-party laboratory must 
be documented by bills of lading or third-party tracking that includes proof of delivery (e.g., 

 
15 GPA Midstream Association, GPA 2166: Obtaining Natural Gas Samples for Analysis by Gas Chromatography 
16 Qualifications for the measurement specialist were derived from the National Energy Technology Laboratory, 
Methane Measurement Guidelines For Marginal Conventional Wells (April 2024). 
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FedEx, UPS). Documentation must be maintained according to record keeping requirements in 
Section 7.2 and verified during the initial verification. 

6.2.3 Gas Chromatography Analysis 

Composition and concentration shall be established for each individual sample using gas 
chromatography according to GPA Standard 226117 or equivalent standard. Samples must be 
analyzed by a third-party laboratory with at least 3 years’ experience utilizing gas 
chromatography according to GPA Standard 2261 or equivalent standard. The laboratory 
performing the analysis must not be affiliated with the project developer, technical consultant, 
well owner/operator, party with material interest, or the project beyond performing these 
services. 

6.3 Documenting Plugging and Abandonment Processes 
At a minimum, project developers must ensure that the project meets the applicable P&A 
national, state, provincial, regional, local, and tribal requirements, laws, and legally binding 
mandates.  
 
The project’s monitoring report must provide relevant information and a detailed log of the 
procedures that were conducted during the P&A process, which should include, at a minimum, 

1. Name of the agency with legal authority over the P&A, including agency representative 
contact information 

2. Name of the entity plugging the well, including primary contact information 
3. Qualifications of the entity plugging the well (e.g., certifications, state approval) 
4. Type and quantity of cement used, including ASTM standard and manufacturer (if using 

site-specific project emissions calculation) 
5. Photograph of the well prior to and after P&A activities; must include timestamps and 

geotagged image 
6. Date and time P&A activities started 
7. Date and time of each step within the P&A process (e.g., removal of bore casing and 

other equipment, placement of cement plugs, excavation, and reclamation activities) 
8. Date and time P&A activities were completed 
9. Information regarding the post-plugging leak verification, including monitoring approach, 

name of individual conducting the test, and the results confirming that the P&A was 
successful 

10. Date the well change in status was submitted to the applicable agency 
11. Date the state approved and has certified the well as P&A 

6.4 Annual Monitoring Requirements 
The Monitoring Plan must include a detailed procedure for annual monitoring of recovery and 
non-recovery events affecting the well AoR, including identifying new wells, re-entry, 
recompletions, enhanced recovery, plug failure, and regulatory change. The project may use 
publicly available data (e.g., Enverus, government websites), satellite imagery (e.g., 
timestamped Google Earth), and satellite emissions data (e.g., MethaneAIR) to monitor for such 
events. Findings must be reported each year in an Annual Monitoring Report, with supporting 
documentation provided to the verifier during verification. The project must identify relevant 
government agencies and report regulatory changes, including voluntary decommissioning and 
plugging programs. 

 
17 GPA Midstream Association, GPA 2261: Analysis for Natural Gas and Similar Gaseous Mixtures by Gas 
Chromatography. 
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Annual monitoring must be conducted and identify that no recovery or non-recovery events 
occurred during the reporting period in order to be issued CRTs for the reporting period. The 
project developer must notify any such events to the Reserve when they are identified. CRTs 
may be issued up until the date on which the event had occurred.  
 
For projects that include multiple wells, each well must be monitored annually for recovery and 
non-recovery events. If an event is identified and the project developer can demonstrate that it 
does not impact all wells within the project, then CRTs may be issued for the wells that were not 
impacted.  

6.5 Monitoring Parameters 
Prescribed monitoring parameters necessary to calculate baseline and project emissions are 
provided in Table 6.1. 
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Table 6.1. Project Monitoring Parameters 

Eq. # Parameter Description Data Unit 

Calculated (c) 
Measured (m) 
Reference (r) 

Operating 
Records (o) 

Comment 

General Project Parameters 

Equation 5.1 ERinit 
Emission reductions 
for the initial reporting 
period 

tCO2e C 
Emission reductions from the crediting period, 
minus required deductions  

Equation 5.2 ERt 

CRTs issued for 
reporting period t 
when no 
recovery/non-recovery 
event occurs 

tCO2e C 

CRTs related to the recovery/non-recovery risk 
deduction may be issued, pending monitoring for 
recovery and non-recovery events and 
verification. 

Equation 5.2 RPCP 
Number of years in 
the crediting period 

Unitless N/A  

Baseline Calculation Parameters 

Equation 5.1 
Equation 5.2 
Equation 5.3 

BE 
Baseline emissions for 
the crediting period 

tCO2e C  

Equation 5.3 QCH4,w,t 
Baseline methane 
emissions for well w 
for reporting period t 

tCH4 C  

Equation 5.3 
Equation 5.4 

AQw,t 
Adjusted volumes for 
well w for reporting 
period t 

Mcf C  

Equation 5.3 fCH4 
Methane mole fraction 
of the well’s produced 
gas 

% M, R 
Site-specific gas chromatography results or 
default value. 

Equation 5.3 
Equation 5.7 
Equation 5.8 

LW 
Well methane loss 
rate 

% R Default value provided in Jurisdiction Module 
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Eq. # Parameter Description Data Unit 

Calculated (c) 
Measured (m) 
Reference (r) 

Operating 
Records (o) 

Comment 

Equation 5.4 LQw,t 
Limited economic 
reserves for well w for 
reporting period t 

Mcf or barrel of oil R Provided by PPEF, adjusted for permanence 

Equation 5.4 DRC,w,t 

Deduction for 
reservoir 
communication for 
well w for reporting 
period t 

Mcf or barrel of oil C  

Equation 5.4 ResP,w,t 

Economic reserves 
accessible by existing 
wells in the AoR in the 
project scenario 

Mcf or barrel of oil R Value provided by the PPEF 

Equation 5.4 ResB,w,t 

Economic reserves 
accessible by existing 
wells in the AoR in the 
baseline scenario 

Mcf or barrel of oil R Value provided by the PPEF 

Project Calculation Parameters 

Equation 5.1 
Equation 5.5 
Equation 5.6 

PE Project emissions tCO2e C 

Project emissions are a one-time occurrence and 
are deducted from emission reductions in the 
initial verification only. May be site-specific or 
default value provided in Jurisdiction Module 

Equation 5.5 EFplug 
Plugging operations 
emission factor 

tCO2e R 

Represents a conservative value of fuel, 
transportation, and cement embodied emissions 
from plugging activities. Default value provided in 
Jurisdiction Module. 

Equation 5.6 FFj 

Total quantity of fossil 
fuel emissions 
consumed in all 
plugging activities 

Volume of fossil 
fuel 

O 
Quantity of fossil fuels used to power plugging 
equipment are supplied by the plugging 
company and obtained from invoices. 

Equation 5.6 EFFF,j 
Fuel specific emission 
factor 

kgCO2 / volume 
fossil fuel 

R 

Fuel-specific emission factors are obtained from 
40 CFR Part 98 Subpart C Table C-1: Default 
CO2 Emission Factors and High Heat Values for 
Various Types of Fuel. 
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Eq. # Parameter Description Data Unit 

Calculated (c) 
Measured (m) 
Reference (r) 

Operating 
Records (o) 

Comment 

Equation 5.6 Qc Quantity of cement, c Tonne O 
Quantity of cement used to plug the well are 
supplied by the plugging company and obtained 
from invoices and other documentation 

Equation 5.6 EIc 
Emission intensity of 
cement, c 

kgCO2e / tonne 
cement 

R See Jurisdiction Module for guidance 

Market Leakage Adjustment 

Equation 5.1 
Equation 5.7 

ML 
Market leakage 
adjustment 

tCO2e C  

Equation 5.7 QCH4,g,t 
Baseline methane 
emissions from the 
gas stream 

tCH4 C  

Equation 5.7 QCH4,o,t 
Baseline methane 
emissions from the 
unsold associated gas 

tCH4 C  

Equation 5.7 LKg,t 

Leakage rate, the 
share of credited 
methane returned by 
replacement supply of 
natural gas 

% C  

Equation 5.7 LKo,t 

Leakage rate, the 
share of credited 
methane returned by 
replacement supply of 
oil 

% C  

Equation 5.7 RS 
Net market 
replacement share 

% R 
Value based on supply and demand price 
elasticities. Default value provided in Jurisdiction 
Module. 

Equation 5.7 rg 
Well-site methane loss 
rate of replacement 
gas supply 

% R Default value provided in Jurisdiction Module. 
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Eq. # Parameter Description Data Unit 

Calculated (c) 
Measured (m) 
Reference (r) 

Operating 
Records (o) 

Comment 

Equation 5.7 ro 

Effective associated 
gas methane intensity 
of replacement oil 
supply 

% R Default value provided in Jurisdiction Module 

Permanence Withholding 

Equation 5.1 
Equation 5.8 

DR-NR 
Deduction for risk of 
recovery/non-recovery 
events 

tCO2e C  

Equation 5.2 
Equation 5.8 

RR-NR 
Risk of recovery/non-
recovery event 

% C  

Equation 5.8 Lnew 
Methane loss rate at a 
new well 

% R Default value provided in Jurisdiction Module 
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7 Reporting Parameters 
This section provides requirements and guidance on reporting rules and procedures. A priority 
of the Reserve is to facilitate consistent and transparent information disclosure among project 
developers. Project developers must submit verified emission reduction reports to the Reserve 
for every reporting period. 

7.1 Project Documentation 
Project developers must provide the following documentation to the Reserve in order to list an 
Early Plugging of Marginal Oil and Gas Wells project: 
 

▪ Project Submittal form 
▪ Project Map 

 
Project developers must provide the following documentation each verification period in order 
for the Reserve to issue CRTs for quantified GHG reductions: 
 

▪ Verification Report 
▪ Verification Opinion 
▪ List of Findings (not public) 
▪ Project Data Report 
▪ Environmental and Social Safeguards form* 
▪ Sustainable Development Goals (SDG) Tool* 
▪ Professional Petroleum Engineering Firm Conflict of Interest and Qualifications 

Assessment Form* (not public) 
▪ Economic Reserves and Economic Limit Evaluation Report(s)* (not public) 
▪ Area of Review (shapefile)* 
▪ Signed Attestation of Title form* 
▪ Signed Attestation of Voluntary Implementation form* 
▪ Signed Attestation of Regulatory Compliance form* 

 
Items denoted above with an asterisk (*) are only required to be submitted during the initial 
verification.  
 
At a minimum, the above project documentation will be available to the public via the Reserve’s 
online registry, unless otherwise noted above. Further disclosure and other documentation may 
be made available on a voluntary basis through the Reserve. Project submittal forms can be 
found on the Protocol webpage. 

7.1.1 Project Data Report 

A Project Data Report (PDR) is a required document for reporting information about a project. 
The document must be submitted for every reporting period. A PDR template has been 
prepared by the Reserve and is available on the Reserve’s website. The template is arranged to 
assist in ensuring that all requirements of the protocol are addressed. PDRs are intended to 
serve as the main project document that thoroughly describes how the project meets eligibility 
requirements, discusses the quantification methodologies utilized to generate project estimates, 
and outlines how the project complies with terms for additionality. PDRs must be of professional 
quality and free of incorrect citations, missing pages, incorrect project references, etc. 
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7.1.2 Project Map 

Project developers must provide a project map depicting the project well location(s) along with 
the following: 

▪ Longitude and latitude coordinates 
▪ Governing jurisdictions 
▪ Public and private roads 
▪ Geological reservoir boundary 
▪ Mineral rights boundary 
▪ Surface rights boundary 

7.2  Record Keeping 
For purposes of independent verification and historical documentation, project developers are 
required to keep all information outlined in this protocol 7 years after the last verification of the 
crediting period. This information will not be publicly available but may be requested by the 
verifier or the Reserve. 
 
System information the project developer should retain includes: 
 

▪ All data inputs for the calculation of the emission reductions 
▪ Copies of all permits, Notices of Violations (NOVs), and any relevant administrative or 

legal consent orders dating back at least 3 years prior to the project start date 
▪ Executed Attestation of Title, Attestation of Regulatory Compliance, and Attestation of 

Voluntary Implementation forms 

▪ Results of CO2e reduction calculations  
▪ Initial and annual verification records and results 
▪ Documentation confirming notification of applicable parties, including state agencies, 

tribal communities, mineral and surface estate, etc. 
▪ Copies of PPEF report(s) for the economic reserves, economic limit, data 

conclusiveness, and percent recoverable reserves, including input documents 
▪ Records required for evaluating PPEF conflict of interest and qualifications 
▪ Documentation of ongoing monitoring for cement well plug integrity, including records 

pertaining to extreme weather events and procedures to document potential impact to 
the project well. 

▪ Documents (e.g., lease(s), invoices, government records) pertaining to plugging, 
abandonment and certification of the project well 

7.3 Reporting Period and Verification Cycle 

7.3.1 Reporting Periods 

The reporting period is the length of time over which GHG emission reductions from project 
activities are quantified. As described in Section 5, a significant portion of emission reductions 
are issued during the initial reporting period, based on a series of deductions that address 
ongoing risks of methane sequestered by the project well(s) being released, with potential 
issuance of additional credits each reporting period if monitoring demonstrates such risks have 
not been realized. Project developers must report project activity data results, including 
observed recovery and non-recovery events, for each reporting period. A reporting period may 
not exceed 12 months in length. The project’s initial reporting period begins on the project start 
date. Reporting periods may be less than 12 months to account for a well’s economic life. 
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Reporting periods must be contiguous; there may be no time gaps in reporting during the 
crediting period of a project once the first reporting period has commenced. 

7.3.2 Verification Periods 

The verification period is the length of time over which GHG emission reductions from project 
activities are verified. The initial verification period covers emission reductions associated with 
the full crediting period (i.e., up to 10 years or the economic limit, whichever is less) net of CRTs 
withheld for the initial reporting period (up to 24 months of data). Subsequent verification 
periods may cover up to five reporting periods, with a maximum of 60 months of data (i.e., 12 
months of data per reporting period). A verification is required following the completion of the 
final reporting period. CRTs will not be issued for reporting periods that have not been verified. 
For any reporting period that ends prior to the end of the verification period (i.e., year 1 of a 2-
year verification period), an interim monitoring report must be submitted to the Reserve no later 
than six months following the end of the relevant reporting period. The interim monitoring report 
shall contain a summary of CRTs associated with the reporting period and annual monitoring 
results. 
 
To meet the verification deadline, the project developer must have the required verification 
documentation (See Section 7.1) submitted within 12 months of the end of the verification 
period. The end of any verification period must correspond to the end of the reporting period. 

7.3.3 Verification Site Visit Schedule 

A site visit must occur during the initial verification of each crediting period. If multiple wells are 
reporting under a single project, then a site visit must be conducted for each well. The Reserve 
retains the discretion to require additional site visits or verifications if warranted due to material 
changes, deviations, recovery and non-recovery events, or project-specific considerations. 
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8 Verification Guidance 
This section provides verification bodies with guidance on verifying GHG emission reductions 
associated with the project activity. This verification guidance supplements the Reserve’s 
Verification Program Manual and describes verification activities specifically related to marginal 
oil and gas wells plugging projects. Verification guidance provided below must be applied to 
each individual well, such that, if a project includes multiple wells, each well must be assessed 
individually against the protocol. Sampling methods should be considered relative to the 
individual well rather than all wells within a given project. 
 
Verification bodies trained to verify these projects must be familiar with the following documents: 
 

▪ Reserve Program Manual 
▪ Reserve Verification Program Manual 
▪ Reserve Early Plugging of Marginal Oil and Gas Wells Protocol (this document) 

 
The Reserve Program Manual, Verification Program Manual, and protocols are designed to be 
compatible with each other and are available on the Reserve’s website at 
https://www.climateactionreserve.org. 
 
Only ISO-accredited verification bodies trained by the Reserve are eligible to verify       
project reports. Verification bodies approved under other protocol types may be permitted to 
verify marginal oil and gas wells plugging projects.18 Information about verification body 
accreditation and Reserve project verification training can be found on the Reserve website. 

8.1 Standard of Verification 
The Reserve’s standard of verification for marginal oil and gas wells plugging projects is this 
Protocol (this document), the Reserve Program Manual, and the Verification Program Manual. 
To verify a marginal oil and gas well plugging project report, verification bodies apply the 
guidance in the Verification Program Manual and this section of the protocol to the standards 
described in Sections 2 through 7 of this protocol. Sections 2 through 7 provide eligibility rules, 
methods to calculate emission reductions, performance monitoring instructions and 
requirements, and procedures for reporting project information to the Reserve. 

8.2 Monitoring Plan 
The Monitoring Plan serves as the basis for verification bodies to confirm that the monitoring 
and reporting requirements in Section 6 and Section 7 have been met, and that consistent, 
rigorous monitoring and record keeping is ongoing at the project site. Verification bodies shall 
confirm that the Monitoring Plan covers all aspects of monitoring and reporting contained in this 
protocol and specifies how data for all relevant parameters in Table 6.1 are collected and 
recorded. 

8.3 Verifying Project Eligibility 
Verification bodies must affirm a project’s eligibility according to the rules described in this 
protocol. The table below outlines the eligibility criteria for these projects. This table does not 
present all criteria for determining eligibility comprehensively; verification bodies must also look 
to Section 3 and the verification items list in Table 8.2. 

 
18 See section 3.4.2 of the Verification Program Manual. 

https://www.climateactionreserve.org/
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Table 8.1. Summary of Eligibility Criteria for a Marginal Oil and Gas Wells Project 

Eligibility Rule Eligibility Criteria 
Frequency of 
Rule Application 

Start Date 

For 12 months following the Effective Date of this protocol, 
a pre-existing project with a start date on or after 24 months 
prior to the Effective Date may be submitted for listing; after 
this 12-month period, projects must be submitted for listing 
within 12 months of the project start date. 

Once during initial 
verification of 
each crediting 
period 

Location United States and U.S. territories and tribal areas 

Once during initial 
verification of 
each crediting 
period 

Performance 
Standard Test 

Confirm the PPEF Evaluation Report states: 
▪ The quantity of proved reserves (P1) 

▪ The well is economically viable as of the project start 

date 
▪ The date on which the well would reach its economic 

limit 

Once during initial 
verification of 
each crediting 
period 

Financial 
Incentives 

Confirm the project well has not received grant funding to 
plug the well through review of public datasets (e.g., 
Enverus, government websites, industry reports, regulatory 
surveys) 

Once during initial 
verification of 
each crediting 
period 

Legal 
Requirement Test  

Signed Attestation of Voluntary Implementation form and 
monitoring procedures for ascertaining and demonstrating 
that the project passes the legal requirement test 

Once during initial 
verification of 
each crediting 
period 

Regulatory 
Compliance 

Signed Attestation of Regulatory Compliance form and 
disclosure of all non-compliance events to verifier; project 
must be in material compliance with all applicable laws. 

Once during initial 
verification of 
each crediting 
period 

8.4  Core Verification Activities 
The Protocol provides explicit requirements and guidance for quantifying the GHG reductions 
associated with the project. The Verification Program Manual describes the core verification 
activities that shall be performed by verification bodies. They are summarized below in the 
context of an early plugging of marginal oil and gas wells project, but verification bodies must 
also follow the general guidance in the Verification Program Manual. 
 
Verification is a risk assessment and data sampling effort designed to ensure that the risk of 
reporting error is assessed and addressed through appropriate sampling, testing, and review. 
The three core verification activities are: 
 

1. Identifying emission sources, sinks, and reservoirs (SSRs) 
2. Reviewing GHG management systems and estimation methodologies 
3. Verifying emission reduction estimates 

 
Identifying emission sources, sinks, and reservoirs 
The verification body reviews for completeness the sources, sinks, and reservoirs identified for a 
marginal oil and gas wells project. 
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Reviewing GHG management systems and estimation methodologies 
The verification body reviews and assesses the appropriateness of the methodologies and 
management systems that the project uses to gather data and calculate baseline and project 
emissions.  
 
Verifying emission reduction estimates 
The verification body further investigates areas that have the greatest potential for material 
misstatements and then confirms whether or not material misstatements have occurred. This 
involves site visits to the project site (or sites if the project includes multiple wells) to ensure the 
systems on the ground correspond to and are consistent with data provided to the verification 
body.  

8.5 Verification Items 
The following tables provide lists of items that a verification body needs to address while 
verifying a marginal oil and gas wells project. The tables include references to the section in the 
protocol where requirements are further specified. The table also identifies items for which a 
verification body is expected to apply professional judgment during the verification process. 
Verification bodies are expected to use their professional judgment to confirm that protocol 
requirements have been met in instances where the protocol does not provide sufficiently 
prescriptive guidance. For more information on the Reserve’s verification process and 
professional judgment, please see the Verification Program Manual. 
 
Note: These tables shall not be viewed as a comprehensive list or plan for verification activities, 
but rather guidance on areas specific to marginal oil and gas wells projects that must be 
addressed during verification. 

8.5.1 Project Eligibility and CRT Issuance 

Table 8.2 lists the criteria for reasonable assurance with respect to eligibility and CRT issuance 
for marginal oil and gas wells projects. These requirements determine if a project is eligible to 
register with the Reserve and/or have CRTs issued for the reporting period. If any requirement 
is not met, either the project may be determined ineligible or the GHG reductions from the 
reporting period (or subset of the reporting period) may be ineligible for issuance of CRTs, as 
specified in Sections 2, 3, and 6. 
 

Table 8.2. Eligibility Verification Items 

Protocol 
Section 

Eligibility Qualification Item 
Apply 

Professional 
Judgment? 

2.2 
Verify that the project meets the definition of a marginal oil and gas wells 
project 

No 

2.3 
Verify ownership of the reductions by reviewing contracts and operational 
records. Confirm that the Attestation of Title was submitted 

No 

3.2 Verify project start date No 

3.2 Verify accuracy of project start date based on government documents No 

6 
Verify that the project has documented and implemented a Monitoring 
Plan 

No 

3.4.1, 
3.4.1.1, 
3.4.1.2 

Verify that the project meets the performance standard test, including: 
▪ Confirm the PPEF report provides P1 reserves only 
▪ Confirm production is reported as two separate 10-year 

production rates. 

No 
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Protocol 
Section 

Eligibility Qualification Item 
Apply 

Professional 
Judgment? 

▪ Confirming the PPEF report states that the well(s) has not 
reached its economic limit 

▪ Confirm the PPEF report has been submitted to the Reserve 

3.4.1.1, 
5.1.3 

Confirm the PPEF report provides a reservoir communication assessment No 

3.4.3.2 Confirm the project has not received funding for voluntary 
decommissioning and plugging 

Yes 

3.4.3.1, 
3.4.3.2 

Verify that the project is not stacking credits or payments Yes 

3.4.3.3 Verify that the project is not receiving Real Estate Value benefits No 

3.4.1.3 Confirm that the PPEF conflict of interest and qualifications evaluation 
form was submitted and there is a low conflict of interest 

No 

3.4.2 
Confirm execution of the Attestation of Voluntary Implementation form to 
demonstrate eligibility under the legal requirement test 

No 

3.4.2 
Verify that the project Monitoring Plan contains a mechanism for 
ascertaining and demonstrating that the project passes the legal 
requirement test at all times 

No 

3.5 

Verify that the project activities comply with applicable laws by reviewing 
any instances of non-compliance provided by the project developer and 
performing a risk-based assessment to confirm the statements made by 
the project developer in the Attestation of Regulatory Compliance form 

Yes 

3.6 Confirm that the project does not give rise to environmental or social harm 
as defined in Section 3.6. Confirm that the project has submitted the 
Environmental and Social Safeguards Evaluation form. 

No 

 
If any variances were granted, verify that variance requirements were met 
and properly applied 

No 

 

8.5.2 Quantification 

Table 8.3 lists the items that verification bodies shall include in their risk assessment and 
recalculation of the project’s GHG emission reductions. These quantification items inform any 
determination as to whether there are material and/or immaterial misstatements in the project’s 
GHG emission reduction calculations. If there are material misstatements, the calculations must 
be revised before CRTs are issued. 
 

Table 8.3. Quantification Verification Items 

Protocol 
Section 

Quantification Item 
Apply 

Professional 
Judgment? 

4 
Verify that all SSRs in the GHG Assessment Boundary are accounted 
for 

No 

5.1 Verify that the baseline emissions are calculated correctly No 

5.1.3 
Confirm the project calculated and applied the reservoir 
communication discount correctly. 

No 

5.2 
Verify that the project emissions were calculated according to the 
protocol with the appropriate data 

No 

5.3 
Confirm the project calculated and applied the market leakage 
adjustment correctly 

No 

5.4 
Confirm that the project calculated and applied the recovery/non-
recovery risk deduction correctly 

No 
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8.5.3 Risk Assessment 

Verification bodies will review the following items in Table 8.4 to guide and prioritize their 
assessment of data used in determining eligibility and quantifying GHG emission reductions. 
 

Table 8.4. Risk Assessment Verification Items 

Protocol 
Section 

Item that Informs Risk Assessment 
Apply 

Professional 
Judgment? 

6 
Verify that the project Monitoring Plan is sufficiently rigorous to support 
the requirements of the protocol and proper operation of the project 

Yes 

6 
Verify that the individual or team responsible for managing and reporting 
project activities are qualified to perform this function 

Yes 

6 
Verify that appropriate training was provided to personnel assigned to 
GHG reporting duties 

Yes 

6 
Verify that all contractors are qualified for managing and reporting GHG 
emissions if relied upon by the project developer. Verify that there is 
internal oversight to assure the quality of the contractor’s work 

Yes 

7.2 
Verify that all required records have been retained by the project 
developer  

No 

 

8.5.4 Completing Verification 

The Verification Program Manual provides detailed information and instructions for verification 
bodies to finalize the verification process. It describes completing a Verification Report, 
preparing a Verification Opinion, submitting the necessary documents to the Reserve, and 
notifying the Reserve of the project’s verified status.
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9 Glossary of Terms 
 
Accredited verifier  A verification firm approved by the Climate Action Reserve to 

provide verification services for project developers. 
 

Additionality  Project activities that are above and beyond “business as 
usual” operation, exceed the baseline characterization, and 
are not mandated by regulation. 
 

Associated Gas  Natural gas produced alongside oil from the same wellbore, 
whether or not separately metered or booked. 
 

Carbon dioxide 
(CO2) 

 The most common of the six primary greenhouse gases, 
consisting of a single carbon atom and two oxygen atoms. 
 

CO2 equivalent 
(CO2e) 

 The quantity of a given GHG multiplied by its total global 
warming potential. This is the standard unit for comparing the 
degree of warming which can be caused by different GHGs. 
 

Cement  Any material or combination of materials fluidized and 
pumped into the well to provide a seal. 

Decommissioning  To plug and abandon an oil and/or gas well in accordance 
with state and federal regulation. 
 

Direct emissions  GHG emissions from sources that are owned or controlled by 
the reporting entity. 
 

Economic Reserves Report  Certified evaluation of the remaining economic reserve 
hydrocarbons attributable to a project well. This report will 
also contain the estimated economic lifetime remaining for 
the well. The Professional Petroleum Engineering Firm 
(PPEF) conducts this evaluation. 
 

Effective Date  The date of adoption of this protocol by the Reserve board 
 

Emission factor 
(EF) 

 A unique value for determining an amount of a GHG emitted 
for a given quantity of activity data (e.g., metric tons of 
carbon dioxide emitted per barrel of fossil fuel burned). 
 

Field  Group of pools, which can be vertically stacked and are 
within a horizontal aerial boundary. 
 

Fossil fuel  A fuel, such as coal, oil, and natural gas, produced by the 
decomposition of ancient (fossilized) plants and animals. 
 

Gas well / Oil well  A well’s commodity classification follows the state regulator’s 
classification of record. Where the state does not classify the 
well, it is a gas well if the majority of its remaining reserve 
value in the PPEF report comes from gas, and an oil well 
otherwise. 
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Greenhouse gas 
(GHG) 

 Carbon dioxide (CO2), methane (CH4), nitrous oxide (N2O), 
sulfur hexafluoride (SF6), hydrofluorocarbons (HFCs), or 
perfluorocarbons (PFCs). 
 

GHG reservoir  A physical unit or component of the biosphere, geosphere, or 
hydrosphere with the capability to store or accumulate a 
GHG that has been removed from the atmosphere by a GHG 
sink or a GHG captured from a GHG source. 
 

GHG sink  A physical unit or process that removes GHG from the 
atmosphere. 
 

GHG source  A physical unit or process that releases GHG into the 
atmosphere. 
 

Global Warming Potential 
(GWP) 

 The ratio of radiative forcing (degree of warming to the 
atmosphere) that would result from the emission of one unit 
of a given GHG compared to one unit of CO2. 
 

Inactive Well   An inactive well is any oil or gas well that is no longer 
producing but has not yet been permanently sealed off 
through the process of Plug and Abandon. 
 

Indirect emissions  Reductions in GHG emissions that occur at a location other 
than where the reduction activity is implemented, and/or at 
sources not owned or controlled by project participants. 
 

Legacy Well   Wells that were drilled before well-permitting and well- 
plugging regulations were established. 
 

Marginal Well  Oil and gas well with a known owner/operator that produces 
a low quantity of oil and/or natural gas per day, assessed 
over a 12 month period prior to the project start date. 
Production thresholds are defined in the Jurisdiction Module. 
 

Methane Loss Rate  The share of a site’s gross gas production escaping to the 
atmosphere at the well site, integrating fugitive, vented and 
episodic releases, as measured from the atmosphere by site-
level, downwind or aerial methods and normalized by 
production. Derived exclusively from direct measurement; 
never from inventory or component-count factors. 
 

Metric ton 
(t, tonne) 

 A common international measurement for the quantity of 
GHG emissions, equivalent to about 2204.6 pounds or 1.1 
short tons. 
 

Methane 
(CH4) 

 A potent GHG consisting of a single carbon atom and four 
hydrogen atoms. 
 

MMBtu  One million British thermal units. 
 

Mobile combustion  Emissions from the transportation of employees, materials, 
products, and waste resulting from the combustion of fuels in 
company owned or controlled mobile combustion sources 
(e.g., cars, trucks, tractors, dozers, etc.). 
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Oil and Gas Commission/ 
Regulator 

 Each state and province have a division, board, or 
commission responsible for overseeing the Oil and Gas 
(O&G) industry. These entities issue permits, collect 
information used to assess fees and taxes, and hire 
inspectors to ensure compliance with environmental and 
safety regulations. 

Parts per Million  A unit of concentration frequently abbreviated to ppm. For 
gases, ppm refers to volume (or mole) units. 

Plug  A verifiable barrier located within the wellbore that may be 
mechanical or cement. 

Plug and Abandon (P&A)  Also known as “decommission” - To permanently seal and 
retire a wellbore, usually after either it is determined there is 
insufficient hydrocarbon potential to complete the well, or the 
well has reached its economic limit. Different regulatory 
bodies have their own requirements for plugging operations. 
Most require that cement plugs be placed and evaluated 
across any open hydrocarbon-bearing formations, across all 
casing shoes, across freshwater aquifers, and perhaps 
several other areas near the surface, including the top 20 to 
50 ft (6 to 15 m) of the wellbore. 
 

Plugging  Also known as “decommissioning” - A well is plugged by 
setting mechanical or cement plugs in the wellbore at specific 
intervals to prevent fluid flow. The plugging process usually 
requires a workover rig and cement pumped into the 
wellbore. This methodology follows the American Petroleum 
Institute Wellbore Plugging and Abandonment 
Recommended Practice 65-3 of June 2021. 
 

Pool  A subsurface hydrocarbon (natural gas and/or oil) 
accumulation. 

Professional Petroleum 
Engineering Firm (PPEF) 

 An entity that provides technical, operational, and economic 
evaluations for oil and gas assets. Eligible PPEFs must 
adhere to the requirements in Appendix A 
 

Project baseline  A “business as usual” GHG emission assessment against 
which GHG emission reductions from a specific GHG 
reduction activity are measured. 
 

Project developer  An entity that undertakes a GHG project, as identified in 
Section 2.3 of this protocol. 
 

Site Remediation  Remediation of a well site, including clean-up of spills and 
remediation of conditions endangering public health or 
safety, causing contamination of water or the surface, or 
creating a fire hazard. 

Spud  To commence drilling operations. 
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Temporary Abandonment 
Status 

 State of a well currently not producing oil and/or gas but that 
may return to production. Can also be a specific regulatory 
term in certain states or provinces. 

 
 
 



Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

44 

 

10 References 
 
Alvarez, R.A., et al. (2018). Assessment of methane emissions from the U.S. oil and gas supply 
chain. Science, 361, 186-188. 
 
Appalachian Methane Initiative (2026). Multi-year basin measurement campaign: production-
normalized methane loss rates for conventional and unconventional wells. Communicated via 
Environmental Defense Fund, May 2026. Peer-reviewed publication status is to be confirmed at 
validation of the first project applying the rate. 
 
Beck, C., et al. (2020). The future is now: How oil and gas companies can decarbonize. 
McKinsey & Company. https://www.mckinsey.com/industries/oil-and-gas/our-insights/the-future-
is-now-how-oil-and-gas-companies-can-decarbonize 
 
Brandt, A. R., et al. (2010). Energy intensity and greenhouse gas emissions from thermal 
enhanced oil recovery. Energy & Fuels, 24(8), 4581–4589. https://doi.org/10.1021/ef100410f 
 
Brigham, K. (2022, February 24). There are millions of orphaned gas and oil wells leaking 
methane in the United States — plugging them will cost billions. CNBC. 
https://www.cnbc.com/2022/02/24/plugging-methane-leaking-oil-gaswells-in-the-us-will-cost-
billions.html 
 
Burdeau, P.M., Sherwin, E.D., Biraud, S.C., Berman, E.S.F., and Brandt, A.R. (2025). High-
resolution national mapping of natural gas composition substantially updates methane leakage 
impacts. Nature Communications, 16. https://doi.org/10.1038/s41467-025-66465-6 
 
Clarren, R. (2018, September 5). Idle oil, gas wells threaten Indian tribes while energy 
companies, regulators do little. Investigate West. https://www.invw.org/2018/09/05/idle-oil-gas-
wells-threaten-indian-tribes-whileenergy-companies-and-regulators-do-little/ 
 
Climate TRACE. (2023). Independent greenhouse gas emissions tracking. 
https://climatetrace.org/ 
 
Cusworth, D.H., et al. (2021). Intermittency of large methane emitters in the Permian Basin. 
Environmental Science and Technology Letters, 8, 567-573. 
 
Deighton, J., Townsend-Small, A., Sturmer, S., Hoschouer, J., & Heldman, L. (2020). 
Measurements show that marginal wells are a disproportionate source of methane relative to 
production. Journal of the Air & Waste Management Association, 70(12), 1227–1234. 
https://doi.org/10.1080/10962247.2020.1808115 
 
Duren, R.M., et al. (2019). California’s methane super-emitters. Nature, 575, 180-184. 
Electronic Code of Federal Regulations. (2023). 17 CFR Part 210 – Form and content of and 
requirements for financial statements. https://www.ecfr.gov/current/title-17/chapter-II/part-210 
 
Electronic Code of Federal Regulations. (2022). 17 CFR Part 229 – Standard instructions for 
filing forms. https://www.ecfr.gov/current/title17/chapter-II/part-229 
 

https://www.mckinsey.com/industries/oil-and-gas/our-insights/the-future-is-now-how-oil-and-gas-companies-can-decarbonize
https://www.mckinsey.com/industries/oil-and-gas/our-insights/the-future-is-now-how-oil-and-gas-companies-can-decarbonize
https://doi.org/10.1021/ef100410f
https://www.cnbc.com/2022/02/24/plugging-methane-leaking-oil-gaswells-in-the-us-will-cost-billions.html
https://www.cnbc.com/2022/02/24/plugging-methane-leaking-oil-gaswells-in-the-us-will-cost-billions.html
https://www.invw.org/2018/09/05/idle-oil-gas-wells-threaten-indian-tribes-whileenergy-companies-and-regulators-do-little/
https://www.invw.org/2018/09/05/idle-oil-gas-wells-threaten-indian-tribes-whileenergy-companies-and-regulators-do-little/
https://climatetrace.org/
https://climatetrace.org/
https://doi.org/10.1080/10962247.2020.1808115
https://www.ecfr.gov/current/title-17/chapter-II/part-210
https://www.ecfr.gov/current/title17/chapter-II/part-229


Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

45 

 

Environmental Defense Fund. (2022). New study: Low-producing oil and gas wells drive roughly 
half of well site methane pollution nationwide. https://www.edf.org/media/new-study-low-
producing-oil-and-gas-wells-driveroughly-half-well-site-methane-pollution 
 
Environmental Health Perspectives. (2017). A peer-reviewed journal published by the National 
Institute of Environmental Health Sciences. https://phys.org/news/2017-08-million-americans-oil-
gas-wells.html 
 
Environmental Protection Agency. (2018). Emission factors for greenhouse gas inventories. 
https://www.epa.gov/sites/default/files/2018-03/documents/emission-factors_mar_2018_0.pdf 
 
Fleischman, L., et al. (2016). Latino communities at risk – The impact of air pollution from the oil 
and gas industry. Clean Air Task Force. https://www.catf.us/wp-
content/uploads/2016/09/CATF_Pub_LatinoCommunitiesAtRisk.pdf 
 
GPA Midstream Association. GPA Standard 2261: Analysis for Natural Gas and Similar 
Gaseous Mixtures by Gas Chromatography. 
 
Global Carbon Project (2025). Global Carbon Budget 2025. https://globalcarbonbudget.org/gcb-
2025/ 
 
Hausman, C., Kellogg, R. (2015). Welfare and Distributional Implications of Shale Gas. 
Brookings Papers on Economic Activity, Spring 2015. 
 
Joselow, M. (2021, October 15). Abandoned wells are a huge climate problem. The Washington 
Post. https://www.washingtonpost.com/politics/2021/10/15/abandoned-wells-are-huge-climate-
problem/ 
 
Kang, M., Brandt, A. R., Zheng, Z., et al. (2021). Orphaned oil and gas well stimulus—
Maximizing economic and environmental benefits. Elementa: Science of the Anthropocene, 
9(1). https://doi.org/10.1525/elementa.2021.00063 
 
Karion, A., et al. (2013). Methane emissions estimate from airborne measurements over a 
western United States natural gas field. Geophysical Research Letters, 40, 4393-4397. 
 
Kort, E.A., et al. (2014). Four corners: The largest US methane anomaly viewed from space. 
Geophysical Research Letters, 41, 6898-6903. 
 
Kusnetz, N. (2011, December 15). Deteriorating oil and gas wells threaten drinking water across 
the country. Scientific American. https://www.scientificamerican.com/article/deteriorating-oil-gas-
wells-threatening-americasdrinking-water/ 
 
McGlade, C., & Ekins, P. (2015). The geographical distribution of fossil fuels unused when 
limiting global warming to 2°C. Nature, 517, 187–190. https://doi.org/10.1038/nature14016 
Morales, E., Lee, J.W. (2022). SPE 210476: Proved Reserves Revisions: How Reliable Are 
They? 
 
National Stripper Well Association. (2022). What is a stripper well? https://nswa.us/stripper-
wells/ 
 

https://www.edf.org/media/new-study-low-producing-oil-and-gas-wells-driveroughly-half-well-site-methane-pollution
https://www.edf.org/media/new-study-low-producing-oil-and-gas-wells-driveroughly-half-well-site-methane-pollution
https://phys.org/news/2017-08-million-americans-oil-gas-wells.html
https://phys.org/news/2017-08-million-americans-oil-gas-wells.html
https://www.epa.gov/sites/default/files/2018-03/documents/emission-factors_mar_2018_0.pd
https://www.catf.us/wp-content/uploads/2016/09/CATF_Pub_LatinoCommunitiesAtRisk.pdf
https://www.catf.us/wp-content/uploads/2016/09/CATF_Pub_LatinoCommunitiesAtRisk.pdf
https://www.washingtonpost.com/politics/2021/10/15/abandoned-wells-are-huge-climate-problem/
https://www.washingtonpost.com/politics/2021/10/15/abandoned-wells-are-huge-climate-problem/
https://doi.org/10.1525/elementa.2021.00063
https://www.scientificamerican.com/article/deteriorating-oil-gas-wells-threatening-americasdrinking-water/
https://www.scientificamerican.com/article/deteriorating-oil-gas-wells-threatening-americasdrinking-water/
https://doi.org/10.1038/nature14016
https://nswa.us/stripper-wells/
https://nswa.us/stripper-wells/


Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

46 

 

Omara, M., et al. (2016). Methane emissions from conventional and unconventional natural gas 
production sites in the Marcellus Shale Basin. Environmental Science and Technology, 50, 
2099-2107. 
 
Omara, M., et al. (2018). Methane emissions from natural gas production sites in the United 
States: data synthesis and national estimate. Environmental Science and Technology, 52, 
12915-12925. 
 
Omara, M., Zavala-Araiza, D., Lyon, D.R., Hmiel, B., Roberts, K.A., Hamburg, S.P. (2022). 
Methane emissions from US low production oil and natural gas well sites. Nature 
Communications, 13, 2085. Including Supplementary Tables 5 through 7 (emissions by high-
emitter share, production cohort, and study region) and Supplementary Data (site-level 
measurement dataset and study region shapefiles, Supplementary Data 2). 
 
Omara, M., et al. (2024). Constructing a measurement-based spatially explicit inventory of US 
oil and gas methane emissions. Earth System Science Data, 16, 3973. 
 
Petron, G., et al. (2014). A new look at methane and nonmethane hydrocarbon emissions from 
oil and natural gas operations in the Colorado Denver-Julesburg Basin. Journal of Geophysical 
Research: Atmospheres 119, 6836-6852. 
 
Petroleum Resources Management System, Revised June 2018. Society of Petroleum 
Engineers. 
 
Prest, B.C. (2026). Where Does the Marginal Methane Molecule Come From? Resources for 
the Future working paper. Working paper. Parameters drawn from it are applied at conservative 
bounds pending peer review and are Periodic Review items. 
 
Prest, B., Fell, H., Gordon, H., & Conway, M. (2023). Estimating the emissions reductions from 
supply-side fossil fuel interventions. Resources for the Future. 
https://media.rff.org/documents/WP_23-11_July_3_Revision.pdf 
 
Raimi, D., Krupnick, A., Shah, J. S., & Thompson, A. (2021). Decommissioning orphaned and 
abandoned oil and gas wells: New estimates and cost drivers. Environmental Science & 
Technology, 55(15), 10224–10230. https://doi.org/10.1021/acs.est.1c02234 
 
Raimi, D., Nerurkar, N., & Bordoff, J. (2019). Green stimulus for oil and gas workers: 
Considering a major federal effort to plug orphaned and abandoned wells. Columbia University 
Center on Global Energy Policy. 
 
Riddick, S.N., et al. (2019). Measuring methane emissions from abandoned and active oil and 
gas wells in West Virginia. Science of the Total Environment, 651, 1849-1856. 
 
Rutherford, J.S., et al. (2021). Closing the methane gap in US oil and natural gas production 
emissions inventories. Nature Communications, 12, 4715. 
 

Securities and Exchange Commission. (2010). Modernization of oil and gas reporting: Final rule. 
https://www.sec.gov/rules/final/2008/33-8995.pdf 
 
Sherwin, E.D., et al. (2024). US oil and gas system emissions from nearly one million aerial site 
measurements. Nature, 627, 328-334. 

https://media.rff.org/documents/WP_23-11_July_3_Revision.pdf
https://doi.org/10.1021/acs.est.1c02234
https://www.sec.gov/rules/final/2008/33-8995.pdf


Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

47 

 

 
Society of Petroleum Engineers. (1997). Petroleum reserves definitions. 
https://www.spe.org/en/industry/petroleum-reserves-definitions/ 
 
Society of Petroleum Engineers. (2018). Petroleum Resources Management System. 
https://netherlandsewell.com/wp-
content/uploads/2018/12/SPE_Petroleum_Resources_Management_System_2018.pdf 
 
Sylvera (2026). Orphaned Wells (OOG) Rating Framework V1.0 [White Paper]. 
https://www.sylvera.com/resources/orphan-oil-and-gas-well-oog-ratings-framework 
 
U.S. Energy Information Administration. (2023). Voluntary reporting of greenhouse gases 
program: Emission factors. https://www.eia.gov/environment/emissions/co2_vol_mass.php 
 
U.S. Department of Energy, National Energy Technology Laboratory (2024). Methane 
Measurement Guidelines for Marginal Conventional Wells, Version 1.0. 
 
U.S. Energy Information Administration (2022). Carbon Dioxide Emission Coefficients. 
https://www.eia.gov/environment/emissions/co2_vol_mass.php 
 
U.S. Energy Information Administration (2025). The Distribution of U.S. Oil and Natural Gas 
Wells by Production Rate. https://www.eia.gov/petroleum/wells/ 
 
U.S. Energy Information Administration (2026). Annual Energy Outlook Retrospective Review. 
 
U.S. Environmental Protection Agency (2024). Inventory of U.S. Greenhouse Gas Emissions 
and Sinks: 1990-2022. EPA 430-R-24-004. Natural Gas Systems. 
 
Williams, J.P., et al. (2025). Small emission sources in aggregate disproportionately account for 
a large majority of total methane emissions from the US oil and gas sector. Atmospheric 
Chemistry and Physics, 25, 1513. 
 
Zavala-Araiza, D., et al. (2015). Reconciling divergent estimates of oil and gas methane 
emissions. Proceedings of the National Academy of Sciences, 112, 15597-15602. 
  

https://www.spe.org/en/industry/petroleum-reserves-definitions/
https://netherlandsewell.com/wp-content/uploads/2018/12/SPE_Petroleum_Resources_Management_System_2018.pdf
https://netherlandsewell.com/wp-content/uploads/2018/12/SPE_Petroleum_Resources_Management_System_2018.pdf
https://www.eia.gov/environment/emissions/co2_vol_mass.php
https://www.eia.gov/environment/emissions/co2_vol_mass.php
https://www.eia.gov/petroleum/wells/


Early Plugging of Marginal Oil and Gas Wells  Draft Version 1.0, September 2026 

48 

 

Appendix A  Development of Economic Reserves and 
Economic Benchmark 

A.1 Professional Petroleum Engineering Firm 
Project developers are required to hire a third-party Professional Petroleum Engineering Firm 
(PPEF) to determine the well’s economic reserves eligible for crediting. The PPEF conducts the 
following analyses for marginal well projects: 

1. Economic Reserves 
a. Total P1 reserves 
b. First 10 years of reserves 
c. Second 10 years of reserves 
d. Projected annual barrels of oil or cubic feet of natural gas for each reporting 

period 
2. Economic Limit 

a. Date the well will reach its economic limit 
b. Summary of operating costs 
c. Summary of expected revenue 
d. Estimated price for carbon credits (and source) 

3. Reservoir Communication 
a. Site-specific Area of Review (AoR) 
b. Birds eye view of the AoR 
c. Summary of reservoir communication assessment (baseline and project 

scenarios) 
 
To ensure independence of the PPEF, all projects must demonstrate a low conflict of interest 
between the PPEF and all parties involved in the project (i.e., project developer, well 
owner/operator, contractors, parties with material interest etc.). All projects must demonstrate a 
low conflict of interest (COI) between the PPEF and parties involved in the project. A COI is 
defined as any situation that compromises a PPEF’s ability to perform a wholly independent 
evaluation. In order to ensure the credibility of the emissions data reported to the Reserve, it is 
crucial that the PPEF is completely independent from the influence of the project developer or 
other entities involved in the project.  
 
Project developers are required to complete the Professional Petroleum Engineering Firm 
Qualifications and Conflict of Interest Assessment form.19 All potentially conflicting services and 
conditions must be reported to the Reserve. Failure to report a conflict of interest will result in 
the project being ineligible for crediting or require further action by the Reserve. Proceeding to 
evaluate economic reserves prior to Reserve approval may result in the project being ineligible 
or the economic reserves being required to be re-assessed by another PPEF. 
 
Conflict of interest criteria include: 

▪ Revenue Distribution Criterion: Within the three years leading up to the project start 
date, the combined annual revenue generated by the PPEF from the operator of the oil 
and gas wells and the project developer shall not exceed 5% of the PPEF's total annual 
revenue. 
 

▪ Independence: The PPEF shall not have participated in any of the following with the 
operator or affiliated operator of the oil and gas wells:  

 
19 Form is available on the protocol webpage. 
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○ Investment: The PPEF is prohibited from owning, acquiring, or committing to 
acquire, either directly or indirectly, any significant financial interest in an 
operator, in any corporation or entity affiliated with them, or in any property for 
which reserve information is to be estimated or audited.  

○ Joint Business Venture Restrictions: The PPEF shall not own, have acquired, or 
be committed to acquiring, either directly or indirectly, any significant joint 
business investment with the operator or with any officer, director, principal 
stockholder, or other individual affiliated with the operator.  

○ Borrowings: The PPEF shall not be indebted to an operator, or to any officer, 
director, principal stockholder, or other individual affiliated with the operator. 
However, this does not include retainers, advances against work-in-progress, 
and trade accounts payable that are part of normal business transactions for 
purchasing goods and services, as these are not considered 'indebtedness' in 
the context of this regulation.  

○ Guarantees of Borrowings: The PPEF is prohibited from incurring debts to any 
individual, corporation, or other entity under conditions where repayment is 
guaranteed by the operator, or by any officer, director, principal stockholder, or 
other person affiliated with the operator. This restriction is aimed at preventing 
potential conflicts of interest and ensuring the PPEF's financial and operational 
autonomy.  

○ Loans to Clients: The PPEF shall not extend credit to the operator, any officer, 
director, principal stockholder, or other individual affiliated with them, or to any 
person holding a material interest in any property for which reserve information 
was estimated or audited. However, this does not include trade accounts 
receivable that are generated in the regular course of business from performing 
petroleum engineering and related services, as these do not fall under the 
definition of 'credit extension' in this context.  

○ Guarantees for Clients: The PPEF shall not have guaranteed any indebtedness 
owed by the operator or any officer, director, principal stockholder, or other 
person affiliated therewith or payable to any individual, corporation, entity, or 
other person having a material interest in the reserves information pertaining to 
the operator.  

○ Asset Transaction Restrictions: The PPEF is prohibited from purchasing any 
significant asset from, or selling any significant asset to, the operator, or to any 
officer, director, principal stockholder, or other individual affiliated with the 
operator.  

○ Restriction on Client Relationships: The PPEF is required to avoid any direct or 
indirect connections with the operator in roles such as a promoter, underwriter, 
officer, director, principal stockholder, or any equivalent capacity. Furthermore, 
the PPEF shall remain distinctly separate and independent from the operational 
and investment decision-making processes of the operator.  

○ Trust and Estates: The PPEF shall not act as a trustee, participant, or beneficial 
owner in any trust, nor as an executor, administrator, or beneficiary of any estate, 
if such trust or estate holds a direct or indirect interest in the operator or in any 
property for which reserve information has been estimated or audited.  

○ Contingent Fee Restrictions: The PPEF shall not be engaged by an operator to 
estimate or audit Reserves information under any agreement, arrangement, or 
understanding in which the PPEF's remuneration or fee is contingent upon, or 
related to, the results or conclusions of the estimation or auditing process.  
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A.2 Determining Economic Reserves 
The Society of Petroleum Engineers (SPE) Oil and Gas Reserves Committee, comprising 
international oil and gas experts, collaborates with various industry-related societies to offer 
publicly accessible resources. These resources aim for consistent definition and estimation of 
hydrocarbon resources. As part of its contributions, SPE provides several key documents, 
including the Petroleum Resource Management System (PRMS), the PRMS Application 
Guidelines, a map to other systems, and standards for reserves estimating and auditing. 
Recognized by regulatory bodies like the US Securities and Exchange Commission (SEC), SPE 
stands as the foremost advisory council for petroleum engineering research. For each project, 
the chosen Professional Petroleum Engineering Firm (PPEF) shall be independent, unbiased, 
and adhere to the most recent PRMS guidelines for determining reserves. 
 
Economic Reserves are quantities of hydrocarbons anticipated to be economically recoverable 
in the future (as of an effective date). The criteria for project reserves are that they are:  

1. Discovered; 
2. Recoverable; 
3. Economic; and  
4. Remaining within the reservoir as of the evaluation date.  

 
Oil and gas reserves are classified based on the certainty of recovery, and defined by the 
Petroleum Resources Management System (PRMS):20 

▪ Proved Reserves (“P1”): quantities that can be estimated with a reasonable certainty (at 
least 90% probability) to be commercially recoverable from known reservoirs and under 
defined technical and commercial conditions. 

▪ Probable Reserves (“P2”): quantities that are less likely to be recovered than proved 
reserves, but more certain (at least 50% probability) to be recovered than possible 
reserves. 

▪ Possible Reserves (“P3”): quantities that are less likely (at least 10% probability) to be 
recoverable than probable reserves. 

 
P1 reserves are accessible through traditional extraction methods, such as horizontal and/or 
vertical drilling, while P2 reserves require enhanced recovery methods, such as water flooding 
or injection. Enhanced recovery methods have become less expensive in recent years, resulting 
in P2 reserves becoming more extractable. However, only P1 reserves (i.e., economic reserves) 
are eligible for crediting under the protocol. 
 
The well’s economic reserves must be evaluated by a qualified independent, third-party21 
Professional Petroleum Engineering Firm (PPEF). If multiple wells are reporting under a single 
project, the same PPEF must conduct all evaluations. The economic reserves must be 
evaluated in accordance with the most recent version of the PRMS and Guidelines for the 
Application of the Petroleum Resources Management System. PPEF may use their professional 
judgement to determine which analysis procedure to use based on the well and reservoir 
characteristics. The PPEF should use more than one analysis method to determine the 
economic reserves. In instances where the quantity of economic reserves differs between 
analyses, then the most conservative value must be used for purposes under the protocol. The 
evaluation report must include a narrative of the analyses used and the estimated economic 
reserves from each analysis. The report must clearly state the quantity of economic reserves 

 
20 Available at: https://www.spe.org/en/industry/reserves/ 
21 PPEF must meet the requirements outlined in Section 3.4.1.1.1 
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recoverable in the first 10 years of the project and the quantity recoverable in the subsequent 10 
years. 
 
PPEF report must be completed no earlier than 12 months prior to the date the well completes 
P&A activities (i.e., the project start date), or the economic reserves must be re-evaluated. 
 
If the well continues to extract hydrocarbons while the economic reserves are being assessed 
and before the well is P&A, then the quantities of extracted reserves must be deducted from the 
reserves identified in the PPEF report. The PPEF report must have an addendum (or similar) 
modification to the report to revise the economic reserves. 
 
The approaches for modeling economic reserves include material balance, history matched 
simulation, decline curve analysis, and/or rate-transient analysis. The confidence in results 
increases when the estimates are supported by more than one analytical procedure. The three 
most widely used are:  
 

1. Material balance:  

Material balance methods used to estimate recoverable quantities involve the analysis of 
pressure depletion as reservoir fluid is withdrawn. Project evaluation shall accommodate the 
complexity of the reservoir and its pressure response to depletion in developing uncertainty 
profiles for the applied recovery project.  

2. Production Performance Analysis Methods:   

Oil and gas production rates decline over time. Analysis of this change in combination with 
produced fluid ratios versus time and cumulative production as reservoir fluids are withdrawn, 
provides useful information to predict ultimate recoverable volumes. Decline Curve Analysis 
(DCA) is a graphical procedure used for analyzing production decline rates and forecasting 
future performance of oil and gas wells, including remaining technically recoverable volumes. 
Reliable results require a sufficient period of stable operating conditions after wells in a reservoir 
have established drainage areas. In estimating recoverable quantities, evaluators shall consider 
additional factors affecting production performance behavior, such as variable reservoir and 
fluid properties, transient versus stabilized flow regimes, changes in operating conditions, 

interference effects from offset wells, and depletion mechanisms.  

3. Analogy to other similar projects:  

The analogy method for estimating reserves involves directly comparing a newly discovered or 
poorly defined reservoir with a known reservoir that is believed to have similar geological or 
petrophysical properties, such as depth, lithology, porosity, and so on. While this method is 
considered the least accurate among the techniques presented, it is commonly used in the initial 
stages of a reservoir's life to provide an initial, rough estimate of recovery potential. As more 
data becomes available, allowing for more precise volumetric Original Oil in Place (OOIP) or 
Original Gas in Place (OGIP) estimates, the analogy method is often employed to define a 
range of potential recovery factors for these in-place volumes. This approach is especially 
valuable when some performance history is available, but a decline rate has not yet been 
established. It is crucial, however, to use analogy in conjunction with other, more 
computationally intensive methods to ensure that the results are consistent with the geological 
framework of the reservoir.  

The PPEF should follow the PRMS and Application Guidelines to the PRMS to estimate the 
economic reserves. In cases where the PPEF uses multiple evaluation analysis methods, the 
most conservative estimate of the economic reserves must be used for quantification. Some 
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overestimations have occurred for undeveloped reserves or new production. In cases in which 
reserves estimates provided by a PPEF have historically needed to be revised for mature PDP 
reserves, in the aggregate, these revisions have been increases to previous estimates. 
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Appendix B Deduction for Reservoir Communication 

Oil and gas reservoirs are permeable rather than discrete, defined boundaries. As a result, 
when a well is plugged and abandoned, a portion of the sequestered reserves may be 
accessible by other wells under certain conditions via reservoir communication. Project 
developers may also voluntarily plug a well to increase pressure within the reservoir to increase 
production rates of a nearby well. Whether such reservoir communication occurs intentionally or 
unintentionally, it would give rise to methane emissions during the production of the reserves 
otherwise sequestered by the project. To address such concerns, the Protocol requires that 
project developers conduct a reservoir communication assessment.   
 
The protocol employs a procedure developed by Netherland, Sewell & Associates, where a 
Professional Petroleum Engineering Firm (PPEF) is required to make a technical determination 
with reasonable certainty that the volume of oil and gas could be successfully sequestered by 
remediating a well or a group of wells.   

B.1 Determining the Area of Review 
This procedure is designed to be universally applicable across various environments and 
situations. However, the most effective determinations are made through the application of 
engineering and geoscience analysis, combined with informed professional judgment, tailored to 
the specific circumstances at hand.   
 
The primary guiding principle for delineating the AoR is that, unless there is a significant 
deviation from current development techniques and production practices, new development or 
production outside of the AoR should not, with reasonable certainty, impact the sequestered 
volumes.   
 
The following steps outline the process:   

1. Identification of Structural Features: Map any nearby structural features like faults, 
saddles, spill points, etc., that are known to function as barriers to pressure and/or 
hydrocarbon fluid flow.   

2. Stratigraphic Features: Identify and map stratigraphic features such as pinch-outs that 
limit the extent of the reservoir or the zone of interest.   

3. Petrophysical Features: Map fluid contacts or other petrophysical features that define 
the current extent of producible hydrocarbons.   

4. Pressure Communication Limits: If previously demonstrated through interference 
testing, define a boundary around Well A’s completion. This boundary should have a 
fixed radius, equal to the shortest distance between any producing part of Well A’s 
completion and the nearest non-interfering offset well producing from the same 
reservoir/zone. Note: For a vertical Well A, this boundary will be circular. For a 
horizontal Well A, the boundary may be more complex in shape.   

5. Defining the AoR: If the data from Steps 1 to 4 adequately define a fully bounded area 
around Well A, the AoR is the smallest area containing Well A, formed by any 
combination of segments of these defined boundaries.   

 
As an alternative approach, it may be acceptable to use an analogy to similar wells in the same 
field and producing from the same reservoir/zone, particularly where interference testing has 
been conducted previously. If there is ample analog data, the probability distribution of 
distances to the nearest non-interfering offset wells should be considered to ensure reasonable 
certainty.   
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Reasonable certainty shall be defined as the condition where the probability distribution of 
distances to the nearest non-interfering offset wells is evaluated with a high degree of 
confidence, based on the professional judgment of the PPEF. The PPEF's expertise, combined 
with available analog data, ensures that the analogy to similar wells reflects accurate and 
conservative estimates. While this assessment is qualitative in nature, it is grounded in industry 
best practices and the professional experience of the PPEF to ensure the reliability and 
conservativeness of the conclusions drawn. In the absence of empirical analog data, defining 
the AoR using local regulatory spacing requirements or the historical prevailing field 
development spacing for the reservoir/zone may be acceptable. 

B.2 Procedure for Demonstrating Reservoir Communication from a 
Single Well 

The Protocol uses a conservative estimate of the risk associated with reservoir communication 
by assuming that all possible hydrocarbons will be produced by a nearby existing well. To do so, 
each project must include two analyses from the PPEF for each project well. The first analysis 
must estimate the hydrocarbons that would be produced by existing non-project wells within the 
AoR under the project scenario, i.e., after the project well is plugged. This value is applied in 
Equation 5.4 as ResP,t. A second analysis must estimate the hydrocarbons that would be 
produced by existing non-project wells within the AoR under the baseline scenario, i.e., if the 
well was never plugged. This value is applied in Equation 5.4 as Resb,t. The difference between 
these two values represents the quantity of hydrocarbons that would be produced by the nearby 
well, assuming 100% of those hydrocarbons would be produced, and is used as the reservoir 
communication deduction (DRC,w,t), as described in Section 5.1.3. 
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